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Delta was founded in 1971 and has been the global leader in switching power supply solutions since 2002 and 

DC brushless fans since 2006. Delta offers some of the most energy efficient power products in the industry, 

including switching power supplies with efficient over 90%, telecom power with up to 98%, and PV inverters with 

up to 98.8% efficient. We have also developed the world's first server power supply certified as 80 Plus Titanium 

with over 96% efficient. We regularly invest 6% to 7% of our annual sales revenues in R&D and have worldwide 

R&D facilities in Taiwan, China, Europe, India, Japan, Singapore, Thailand, and the U.S.   
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Automation

Factory
Automation

supplies in DIN Rail, Panel Mount and Open Frame 

requirements.

Process
Automation

CliQ III, Lyte, Chrome, Sync, PMT, PMT2, PMC, 
PMH, PMU, PJT, PJ, PJU

Chrome, Sync, PMT, PMT2, PMC, PJT, PJ, PJB, 
MEB, MEP, MEU, MEG

CliQ, CliQ II, CliQ III, CliQ M, CliQ VA, Lyte, 
Chrome, Sync, PMT, PMT2, PMC, PMF, PMU

CliQ, CliQ II, CliQ III, CliQ M, CliQ VA, Lyte, 
Chrome, Sync, PMT, PMT2, PMC, PMF, PMU, 
PJT, PJ, PJB, MEB, MEP, MEU

CliQ, CliQ II, CliQ III, CliQ M, CliQ VA, Lyte, 
Chrome, Sync, PMT, PMT2, PMC, PMF, PMU, 
PJT, PJ, PJB, MEB, MEP, MEU, MEG

CliQ, CliQ II, CliQ III, CliQ M, CliQ VA, Lyte, PMC

PMT, PMC, PMF, PMR, PJL, MEB

PMT, PMT2, PMC, PMH, PMF, PJT, PJ, PJB, PJH, 
PJU

MDS, MEB, MEP, MEU, MEG, MEA, MEF
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Machine
Automation

Machine

Test &
Measurement

Medical
Equipment

Concentrator



Medical Power Supplies

LATEST PRODUCTS
Industrial Power Supplies

Lyte
Built-in Constant Current

12V, 24V, 48V
75W

PAGES 33-34

PMT2

12V - 48V, Dual
35W - 350W

PAGES 46-52

CliQ M

24V
480W SIL 3

PAGE 30

CliQ M

24V
480W - 960W 3-Phase

PAGE 31

PMT2

PJB
Open Frame with Power Boost Function

24V
150W - 300W

PAGE 75

PJB

MEB

24V
500W

PAGE 92

MEB
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MEA

12V, 24V
60W - 65W

PAGE 116

MEA

480

Built-in Constant Current



     |     4

PRODUCT SELECTION GUIDE
Industrial Power Supplies

Product
Type Series Model Name

Phase
PFC Output Output

Current
Output
Power1 2 3

DIN Rail 
Power 
Supply

CliQ

• Power Boost up to 3s 

DRP012V015W1A • 12V 1.25A 15W 21
DRP012V030W1A • 2.5A 30W
DRP012V060W1AA • 5.0A 60W
DRP012V100W1AA • 8.33A 100W

• 24V 2.0A 48W 22

• 2.5A 60W
DRP024V060W1AA • 2.5A 60W
DRP024V120W1AA • • 5.0A 120W
DRP024V240W1AA • • 10.0A 240W
DRP024V480W1AA • • 20.0A 480W

CliQ II
• IP20 connector
• Power Boost up to 5s

DRP024V060W1B • 24V 2.5A 60W 23
DRP024V120W1B • 5.0A 120W
DRP024V240W1B • • 10.0A 240W
DRP024V480W1B • • 20.0A 480W
DRP024V060W1N • 2.5A 60W 24
DRP-24V100W1NN • • 3.8A 91.2W
DRP-24V120W2BN • • 5.0A 120W 25
DRP-24V240W2BN • • • 10.0A 240W
DRP024V060W3B • • 2.5A 60W 3 × 320-600Vac or 2 × 360-600Vac

For 960W: 
3 × 320-600Vac or 2 × 380-600Vac

26
DRP024V120W3B • • 5.0A 120W
DRP024V240W3B • • 10.0A 240W
DRP024V480W3B • • • 20.0A 480W
DRP024V960W3BN • • • 40.0A 960W
DRP048V060W1B • 48V 1.25A 60W 27
DRP048V120W1B • • 2.5A 120W
DRP048V240W1B • • 5.0A 240W
DRP048V480W1B • • 10.0A 480W

CliQ III

power density
• Power Boost up to 5s

DRP-24V120W1CAN • • 24V 5.0A 120W 88-264Vac 28
DRP-24V120W1CBN • • 5.0A 120W
DRP-24V240W1CAN • • 10.0A 240W 88-264Vac
DRP-24V240W1CBN • • 10.0A 240W
DRP-24V480W1CAN • • 20.0A 480W 88-264Vac
DRP-24V480W1CBN • • 20.0A 480W

DR P XXXV XXXW 1 A
DIN Rail Product Type 

P - Power Supply
Output Power Phase Input A - CliQ Series

 

 

DR P XXXV XXXW
DIN Rail Product Type 

P - Power Supply
Output Power Phase Input 

2 - Two Phase
3 - Three Phase 

B - CliQ II Series
N - NEC Class 2

 

 

DR P – XXV XXXW 1 C N
DIN Rail Product Type 

P - Power Supply
Output Power Phase Input C - CliQ III Series  

A - AC Input
N - Metal case, without 
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PRODUCT SELECTION GUIDE
Industrial Power Supplies

DR S – XXV XXXW 1
DIN Rail Product Series

S - Sync Series
Output Power Phase Input A - Non NEC Class 2

N - NEC Class 2

Product 
Type Series Model Name

Phase
PFC Output Output 

Current
Output
Power1 2 3

DIN Rail 
Power 
Supply

CliQ M
 

    power density

DRM-24V80W1PN • • 24V 3.4A 81.6W 29
DRM-24V120W1PN • • 5.0A 120W
DRM-24V240W1PN • • 10.0A 240W
DRM-24V480W1PN • • 20.0A 480W
DRM-24V960W1PN • • 40.0A 960W 85-264Vac
DRM-24V480W1SN • • 20.0A 480W 30
DRM-24V480W3PN • • • 20.0A 480W 3 × 320-600Vac or 2 × 380-600Vac 31
DRM-24V960W3PN • • • 40.0A 960W

CliQ VA DRV-24V120W1PN • • 24V 5.0A 120W 32
DRV-24V240W1PN • • 10.0A 240W
DRV-24V480W1PN • • 20.0A 480W

Lyte

•  Built-in constant current 
    circuit

• 12V 6.25A 75W 85-264Vac 33

• 24V 3.125A 75W
DRL-24V120W1A • 5.0A 120W
DRL-24V240W1A • • 10.0A 240W
DRL-24V480W1A • • 20.0A 480W

• 48V 1.57A 75.36W 85-264Vac 34
DRL-48V120W1A • 2.5A 120W

Chrome
•  Compact

•  NEC Class 2

DRC-5V10W1A • 5V 1.5A 7.5W 90-264Vac 35
DRC-12V10W1A • 12V 0.83A 10W
DRC-12V30W1A • 2.1A 25.2W
DRC-12V60W1A • 4.5A 54W
DRC-12V60W1C • 4.5A 54W

• 6.0A 72W 90-264Vac
DRC-24V10W1A • 24V 0.42A 10W 90-264Vac 36

• 0.42A 10W
DRC-24V30W1A • 1.25A 30W
DRC-24V60W1A • 2.5A 60W
DRC-24V100W1A • 3.8A 91.2W

DR V – XXV XXXW 1 P N
DIN Rail Product Series

V - CliQ VA Series
Output Power Phase Input 

Boost (APB)

DR L – XXV XXXW 1 A
DIN Rail Product Series

L - Lyte Series
Output Power Phase Input 

DR C – XXV XXXW 1
DIN Rail Product Type

C - Isolation Class II 
Power Supply

Output Power Phase Input A - No PFC

No PFC
H - Household

G - Grey plastic case
1)

 and DRC-24V100W1A  only

DR M – XXV XXXW N
DIN Rail Product Series

M - CliQ M Series
Output Power Phase Input 

3 - Three Phase
Boost (APB)

S - SIL 3
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Product 
Type Series Model Name

Phase
PFC Output Output 

Current
Output
Power1

DIN Rail 
Power 
Supply

Sync
•  Compact
•  NEC Class 2

• 5V 3.0A 15W 37
DRS-5V50W1A • 6.0A 30W
DRS-5V50W1N • 5.0A 25W
DRS-12V50W1N • 12V 4.0A 48W 85-264Vac

• 24V 1.25A 30W 38

• 1.25A 30W
DRS-24V50W1N • 2.1A 50W
DRS-24V100W1A • • 4.0A 96W
DRS-24V100W1N • • 3.8A 91.2W

Industrial Power Supplies

Product 
Type Series Model Name

Phase
PFC Output Output 

Current
Output 
Power1

Panel 
Mount 
Power 
Supply

PMT PMT-4V350W1A • 4.2V 60.0A 252W 41
PM -5V35W1A • 5V 7.0A 35W 85-264Vac
PM -5V50W1A • 10.0A 50W
PMT-5V350W1A • 60.0A 300W
PM -12V35W1A • 12V 2.92A 35W 90-264Vac 42
PM -12V50W1A • 4.2A 50W
PM -12V100W1A • 8.5A 102W
PM -12V150W1A • 12.5A 150W
PMT-12V350W1A • 29.0A 348W
PM -15V50W1A • 15V 3.4A 51W 85-264Vac 43
PM -24V35W1A • 24V 1.46A 35W 90-264Vac
PM -24V50W1A • 2.09A 50W
PM -24V100W1A • 4.5A 108W
PM -24V150W1A • 6.5A 156W
PM -24V200W1A • 8.8A 211.2W 44
PMT-24V350W1AG • 14.6A 350.4W
PMT-24V350W1AM • 14.6A 350.4W

• 14.6A 350.4W
PMT-24V350W1AR • 14.6A 350.4W
PMT-36V350W1A • 36V 9.7A 349.2W 45
PM -48V150W1A • 48V 3.3A 158.2W
PMT-48V350W1A • 7.3A 350W
PM -D1V100W1A • 99W
PM -D2V100W1A • 99W

CC Code 
PM  – XXV XXXW 1 A
Panel Mount Product Type

T - Enclosed
L - L Frame 1)

B - Open Frame 2)

Output Power Phase Input No PFC Connector Type
With UL, TUV, CE, CCC

G - Front Face 3) 5)

H - Harness 3)

With UL, TUV, CE

4)

With UL
5)

N - Front Face

A         - With connector 

 and PMT-48V350W1A C - For PMT-4V350W1AM and PMT-5V350W1AM

PM  – XXV XXXW 1 A
Panel Mount Product Type

T - Enclosed
L - L Frame 1)

Dual Output
Output Power Phase Input No PFC Connector Type

G - Front Face 7)

H - Harness 7)
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PRODUCT SELECTION GUIDE
Industrial Power Supplies

CC Code
PM T – XXV XXXW 2 B A
Panel Mount Product Type

T - Enclosed
Output Power Family Code

B - No PFC
Connector Type

A  - With TUV, UL, CE, 

M - With UL, EAC
R  - With TUV, UL, CE, 

EAC

1)

C        - With connector 

1)

Product 
Type Series Model Name

Phase
PFC Output Output 

Current
Output 
Power1

Panel 
Mount 
Power 
Supply

PMT2 PMT-12V35W2BA • 12V 3.0A 36W 90-264Vac 46
PMT-12V50W2BA • 4.2A 50.4W
PMT-12V75W2BA • 6.0A 72W
PMT-12V100W2BA • 8.5A 102W
PMT-12V150W2BA • 12.5A 150W
PMT-12V350W2BM • 29.0A 348W
PMT-12V350W2BR • 29.0A 348W
PMT-15V35W2BA • 15V 2.4A 36W 90-264Vac 47
PMT-15V50W2BA • 3.4A 51W
PMT-15V75W2BA • 5.0A 75W
PMT-15V100W2BA • 7.0A 105W
PMT-15V150W2BA • 10.0A 150W
PMT-24V35W2BA • 24V 1.5A 36W 90-264Vac 48
PMT-24V50W2BA • 2.2A 52.8W
PMT-24V75W2BA • 3.2A 76.8W
PMT-24V100W2BA • 4.5A 108W
PMT-24V150W2BA • 6.25A 150W
PMT-24V350W2BM • 14.6A 350.5W
PMT-24V350W2BR • 14.6A 350.5W
PMT-30V35W2BA • 30V 1.2A 36W 90-264Vac 49
PMT-30V50W2BA • 1.9A 57W
PMT-30V75W2BA • 2.5A 75W
PMT-30V100W2BA • 3.5A 105W
PMT-30V150W2BA • 5.0A 150W
PMT-36V35W2BA • 36V 1.0A 36W 90-264Vac 50
PMT-36V50W2BA • 1.45A 52.2W
PMT-36V75W2BA • 2.1A 75.6W
PMT-36V100W2BA • 2.8A 100.8W
PMT-36V150W2BA • 4.3A 154.8W
PMT-36V350W2BR • 9.7A 349.2W
PMT-48V35W2BA • 48V 0.8A 38.4W 90-264Vac 51
PMT-48V50W2BA • 1.1A 52.8W
PMT-48V75W2BA • 1.6A 76.8A
PMT-48V100W2BA • 2.3A 110.4W
PMT-48V150W2BA • 3.3A 158.4W
PMT-48V350W2BR • 7.3A 350.4W
PMT-D1V75W2BA • 73W 90-264Vac 52
PMT-D2V75W2BA • 75.4W

PM T – XXV XXXW 2 B A
Panel Mount Product Type

T - Enclosed Dual Output
Output Power Family Code

B - No PFC
Connector Type
A  
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Industrial Power Supplies

PM C – XXV XXXW
Panel Mount Product Type

C - Enclosed
Output Power Phase Input A  - No PFC

B - With PFC
N - NEC Class 2

Connector Type
A  

3)

J  - IP20 Connector 1)

L  - Front Face 2)

H - Harness 1)

1) Options

3) For PMC-05V015W1AA and PMC- V600W1BA, the connector type is a Front Face connector. 
For PMC-24V300W1BA, the connector type is an IP20 connector.

PM C – D SPV 100W 1 A
Panel Mount Product Type

C - Enclosed
Dual Output

S - 24V 
P - 5V

Output Power Phase Input Delta Standard

Product 
Type Series Model Name

Phase
PFC Output Output 

Current
Output 
Power1

Panel 
Mount 
Power 
Supply

PMC PMC-05V015W1AA • 5V 3.0A 15W 53
PMC-05V035W1A • 7.0A 35W
PMC-05V050W1AA • 10.0A 50W
PMC-12V035W1A • 12V 3.0A 35W 54
PMC-12V050W1A • 4.17A 50W
PMC-12V060W1NA • 5.0A 60W
PMC-12V100W1A • 8.34A 100W
PMC-12V150W1B • • 12.5A 150W 55
PMC-12V600W1BA • • 50.0A 600W
PMC-24V035W1A • 24V 1.46A 35W 56
PMC-24V050W1A • 2.1A 50W
PMC-24V075W1A • 3.12A 75W
PMC-24V100W1A • 4.17A 100W
PMC-24V150W1A • 6.25A 150W
PMC-24V150W2AA • 6.25A 150W 57
PMC-24V150W1B • • 6.25A 150W
PMC-24V300W1BA • • 12.5A 300W
PMC-24V600W1BA • • 25.0A 600W
PMC-DSPV100W1A • 100W
PMC-48V150W1BA • • 48V 3.125A 150W 58
PMC-48V600W1BA • • 12.5A 600W

PMH
•  IEC 60335, IEC 61558  

•  Withstand line input 

    to 7 seconds
 

    models)

PMH-24V50WCA • 24V 2.1A 50W 59
PMH-24V100WCA • 4.16A 100W
PMH-24V100WCC • 4.16A 100W
PMH-24V100WCN • 3.8A 91.2W
PMH-24V150WCB • • 6.25A 150W 60
PMH-24V150WCD • • 6.25A 150W
PMH-24V200WCB • • 8.33A 200W
PMH-12V100WCL • 12V 8.5A 100W 61
PMH-12V100WCM • 8.5A 100W
PMH-24V100WCL • 24V 4.5A 100W
PMH-24V100WCM • 3.8A 91.2W
PMH-24V150WCL • 6.5A 150W

PM H – XXV XXXW C
Panel Mount Product Series

H - Household 
Series

Output Power
C - Enclosed A  - No PFC

B  - With PFC

C  - No PFC 
D  - With PFC 
L   

with NEC Class 2
N  - NEC Class 2

A  

J  - IP20 connector
L  - Front Face
H - Harness

S  

U - IP20 Connector
V  - Front Face
T  - Harness
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PRODUCT SELECTION GUIDE
Industrial Power Supplies

Product 
Type Series Model Name

Phase
PFC Output Output Current Output 

Power1

Panel 
Mount 
Power 
Supply

PMF

•  Built-in PFC

PMF-4V320WC • • 4.2V 55.0A 231W 85-264Vac 62
PMF-5V320WC • • 5V 55.0A 275W
PMF-24V200WC • • 24V 8.4A 200W
PMF-24V240WC • • 10.0A 240W
PMF-24V320WC • • 13.3A 320W

PMR

•  Built-in PFC

PMR-4V320WC A • • 4.2V 60.0A 252W 88-264Vac 63
PMR-4V320WDAA • • 60.0A 252W
PMR-4V320WDGA • • 60.0A 252W
PMR-4V320WDBA • • 60.0A 252W
PMR-4V320WDCA • • 60.0A 252W
PMR-5V320WC A • • 5V 60.0A 300W 88-264Vac 64
PMR-5V320WDAA • • 60.0A 300W
PMR-5V320WDGA • • 60.0A 300W
PMR-5V320WDBA • • 60.0A 300W
PMR-5V320WDCA • • 60.0A 300W

PMU
•  Power supply with 

PMU-13V155W BA • 13.8V V1: 9.5A
B+: 1.5A

151W 90-132Vac, 180-264Vac 65
PMU-13V155W CA • 151W
PMU-27V155W BA • 27.6V Enclosed

L Frame

V1: 4.0A,
B+: 1.5A
V1: 4.3A,
B+: 1.2A

151W

PMU-27V155W CA • 151W

PM F – XXV XXXW C
Panel Mount Product Series

F - PFC Series
Output Power

C - Enclosed
Connector Type
G - Front Face
A  1)

B  

R  

1)

PM R – XXV XXXW
Panel Mount Product Series

      Type Series (1U)

Output Power
C - Enclosed with Fan
D - Enclosed without Fan

Connector Type
A  

B  

(Parallel Operation) 2)

G - Front Face 1)

C - Front Face
(Parallel Operation) 2)

A  

1) Options
V320WDBA and PMR- V320WDCA)

PM U – XXV XXXW A
Panel Mount Product Series

U - With DC UPS 
Function

Output Power
C - Enclosed
L - L Frame 1)

Connector Type

1) Options

1) Options
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Industrial Power Supplies

Product 
Type Series Model Name

Phase
PFC Output 

Convection Forced Air

1 Output 
Current

Output 
Power

Output 
Current

Output 
Power

Open 
Frame 
Power 
Supply

PJT PJT-12V40WBA • 12V 3.33A 40W 90-264Vac 68
PJT-12V65WBA • 5.0A 60W
PJT-12V100WBA • • 8.33A 100W
PJT-12V100WBB • 6.67A 80W 8.33A 100W
PJT-15V40WBA • 15V 2.67A 40W 90-264Vac 69
PJT-15V65WBA • 4.2A 63W
PJT-15V100WBA • • 6.67A 100W
PJT-15V100WBB • 5.33A 80W 6.67A 100W
PJT-18V40WBA • 18V 2.22A 40W 90-264Vac 70
PJT-18V65WBA • 3.61A 65W
PJT-18V100WBA • • 5.55A 100W
PJT-18V100WBB • 4.44A 80W 5.55A 100W
PJT-24V40WBA • 24V 1.66A 40W 90-264Vac 71
PJT-24V65WBA • 2.71A 65W
PJT-24V100WBA • • 4.17A 100W
PJT-24V100WBB • 3.33A 80W 4.17A 100W
PJT-27V150WBNA • • V1: 27V

VSB: 12V
V1: 5.55A
VSB: 0.5A

150W 85-264Vac

PJ
•  Built-in PFC

PJ-12V15W NA • 12V 1.3A 15.6W 85-264Vac 72
PJ-12V30W NA • 2.5A 30W
PJ-12V50W NA • • 4.3A 51.6W
PJ-12V100W A • • 8.5A 102W
PJ-12V150W A • • 12.5A 150W
PJ-24V30W NA • 24V 1.25A 31.2W 85-264Vac 73
PJ-24V50W NA • • 2.1A 50.4W
PJ-24V100W A • • 4.3A 103.2W
PJ-24V150W A • • 6.3A 150W
PJ-5V15W NA • 5V 3.0A 15W 85-264Vac 74
PJ-48V50W NA • • 48V 1.1A 52.8W

PJB
•  Power Boost up to 10s

PJB-24V100W A • • 24V 4.3A 103.2W 85-264Vac 75
PJB-24V150W A • • 6.3A 151.2W
PJB-24V240W A • • 10.0A 240W
PJB-24V300W A • • 12.5A 300W

PJ T – XXV XXXW B
Open Frame Product Series

T - ITE Application
Series

Output Power
B - Open Frame

A - Family Code
B - Family Code

Connector Type
A - JST connector

1)

C - JWT connector 1)

PJ – XXV XXXW A
Open Frame Output Power

C - Enclosed
L - L Frame 1)

B - Open Frame 1)

Remote ON/OFF Function 

2)

Delta Standard

1) Options

PJ B – XXV XXXW A
Open Frame Product Series

B - Power Boost
Series

Output Power
C - Enclosed
L - L Frame 1)

B - Open Frame 1)

Green Mode 2)

G - Enclosed
H - L Frame 1)

J - Open Frame 1)

Remote ON/OFF Function

1)

Connector Type
A - Harness

1) Options

1) Options



Product 
Type Series Model Name

Phase
PFC Output Output

Current

Convection Forced Air

1 Output Power

Open 
Frame 
Power 
Supply

PJH PJH-24V300WBB • • V1: 24V
VSB: 5V

V1: 12.5A
VSB: 1.2A

240W 300W 90-264Vac 76

PJH-24V300WBC • • V1: 24V
VSB: 12V

V1: 12.5A
VSB: 0.5A

240W 300W

PJH-36V300WBB • • V1: 36V
VSB: 5V

V1: 8.3A
VSB: 1.2A

240W 300W

PJH-36V300WBC • • V1: 36V
VSB: 12V

V1: 8.3A
VSB: 0.5A

240W 300W

PJU
•  Power supply with  

PJU-13V60W A • V1: 13.8V
B+: 13.6V

V1: 3.9A
B+: 0.4A

60W 90-264Vac 77

PJU-13V60W B • V1: 3.9A
B+: 0.4A

60W

PJU-27V60W A • V1: 27.6V
B+: 12.4V

V1: 1.75A
B+: 0.4A

60W

PJU-27V60W B • V1: 1.75A
B+: 0.4A

60W

PJL

•  Low inrush current

    solution

PJL-48V200WBAA • • 48V 4.17A 150W 200W 85-305Vac 78

PJL-48V400WBAA • • 8.33A 200W 400W
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PRODUCT SELECTION GUIDE
Industrial Power Supplies

PJ L – XXV XXXW B A A
Open Frame Product Type

Application 
Series

Output Power
B - Open Frame

A - TE connector

PJ H – XXV XXXW B
Open Frame Product Type

H - Household 
Series

Output Power
B - Open Frame B - 5V 1)

C - 12V

Connector Type
A - JST connector

1)

C - JWT connector 1)

PJ U – XXV XXXW
Open Frame Product Series

U - With DC-UPS 
Function

Output Power
C - Enclosed
L - L Frame 1)

B - Open Frame 1)

1)
Connector Type

B - JST connector 1)

1)

1) Options

1) Options
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Industrial Power Supplies

Product Type Series Model Name Output Output
Current Input Current

Redundancy Module CliQ II DRR-20 22-60V 20.0A (1+1 Redundancy) = 
Nominal 2 × 12.5A

(N+1 Redundancy) =
Nominal 2 × 10A

22-60Vdc 80

DRR-40 40.0A (1+1 Redundancy) = 
Nominal 2 × 25A

(N+1 Redundancy) =
Nominal 2 × 20A

CliQ II DRB-24V020AB 24V 20.0A 22.8-28.8Vdc 81

DRB-24V040ABN 40.0A
DC-UPS Module CliQ II DRU-24V40ABN 24V 40.0A 24-28Vdc 82

Chrome 10.0A 24-28Vdc 83

DR R – XX
DIN Rail Product Type

R - Redundancy Module
Output Current 
20 - 20A 
40 - 40A

 

DR  – 24V XXXA
DIN Rail Product Type

U - DC-UPS Module
Output Current B - CliQ II Series

C - Chrome Series
 

Product 
Type Series Model Name CC

Code
AC

Inlet
Output Output

Current
Output
Power

Adapter ADT ADT-060A12AA B-A C6 12V 5.0A 60W 85
ADT-060A12AB B-A C8 5.0A 60W
ADT-060A15AA B-A C6 15V 4.0A 60W
ADT-060A15AB B-A C8 4.0A 60W
ADT-060A19AA B-A C6 19V 3.2A 60.8W
ADT-060A19AB B-A C8 3.2A 60.8W
ADT-060A24AA B-A C6 24V 2.5A 60W
ADT-060A24AB B-A C8 2.5A 60W

CC Code
ADT – XXX A A B- A
Delta AC-DC Adapter Output Power

060 - 60W
Family Code
A

12 - 12V
15 - 15V
19 - 19V
24 - 24V

      Adapter

Input Connector 
Type
A - C6 (Class II with 
      

B - C8

Barrel Type
5.5 × 2.1 × 10 mm, 180°

Delta 
Standard



Medical Power Supplies
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PRODUCT SELECTION GUIDE

ME B – XXX
Delta Medical 
Power Supply

B - Enclosed

at some conditions.
500 - 500W

Family Code
A

Output 

24 - 24V
42 - 42V
48 - 48V

Inlet Type
T - Terminal
F - Front Face

CC Code 1)

MDS – XXX
Delta Medical 
Power Supply
MDS-200A series
MDS-250A series
MDS-300A series
MDS-400A series

lower at some conditions.
200 - 200W
250 - 250W

Family Code
A

Product Type
D - Enclosed
P - Open Frame

Input Type
A, C, E, G - Class II 2-pin 

connector
B, D, F, H - Class I 3-pin 

connector

Output 

12 - 12V
24 - 24V

CC Code

A - DC connector type 1)

MDS – XXX
Delta Medical 
Power Supply
MDS-040APS series
MDS-065APS series
MDS-100APS series
MDS-100BPS series
MDS-400AUS series

lower at some conditions.
040 - 40W
065 - 65W

Family Code
A - Family A
B - Family B

Product Type
P - Open Frame
U - U Frame

Input Type Code Output 

12 - 12V
24 - 24V

Input 

B - Class I 3-pin 
connector

A - Class II 2-pin 
connector

CC Code 
For DC connector, 

A - DC connector 1)

Product Type Series Model Name CC
Code

Input
Terminal

Output
Convection Forced Air

Output 
Current 

Output 
Power

Output 
Current 

Output 
Power

Enclosed  Power 
Supply

MDS MDS-200ADB12 AA 12V 9.17A 110W 16.67A 200W 90
MDS-250ADB12 AA 12.5A 150W 20.84A 250W
MDS-300ADB12 AA 15.83A 190W 25.0A 300W
MDS-400ADB12 AA 33.33A 400W
MDS-300ADB18 AA 18V 10.55A 190W 16.66A 300W
MDS-200ADB24 A 24V 5.0A 120W 8.33A 200W 91
MDS-250ADB24 AA 5.62A 150W 10.41A 250W
MDS-300ADB24 AA 8.75A 210W 12.5A 300W
MDS-400ADB24 AA 16.67A 400W
MDS-300ADB48 AA 48V 4.375A 210W 6.25A 300W

MEB

   Speed Control
•  PMBus Ver 1.3 
   Supported

MEB-500A24F AA DECA 3-pin 24V 21.0A 500W 92

AAA
3-pin

24V 50.0A 1,200W 93

AAA
3-pin

42V 28.5A 1,200W

AAA
3-pin

48V 25.0A 1,200W

Open Frame 
Power Supply

MDS MDS-040APS12 B A JST 2-pin 12V 3.33A 40W 95
MDS-065APS12 B A JST 2-pin 5.42A 65W
MDS-100APS12 B A JST 2-pin 8.33A 100W
MDS-100BPS12 B A JST 2-pin 6.67A 80W 8.33A 100W



Medical Power Supplies
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ME P – XX
Delta Medical 
Power Supply

P - Open Frame

lower at some conditions.
25 - 25W

Family Code
A

Output 

15 - 15V

Input 
Connector
J - Harness

CC Code

Product Type Series Model Name CC
Code

Input
Terminal

Output
Convection Forced Air

Output 
Current 

Output 
Power

Output 
Current 

Output 
Power

Open Frame 
Power Supply

MDS MDS-200APB12* AA 12V 10.83A 130W 16.67A 200W 96
MDS-250APB12* AA 12.5A 150W 20.84A 250W
MDS-300APB12* AA 18.33A 220W 25.0A 300W
MDS-400APB12* AA 33.33A 400W
MDS-040APS15 B A JST 2-pin 15V 2.67A 40W 97
MDS-065APS15 B A JST 2-pin 4.2A 63W
MDS-100APS15 B A JST 2-pin 6.67A 100W
MDS-100BPS15 B A JST 2-pin 5.3A 80W 6.7A 100W
MDS-040APS18 B A JST 2-pin 18V 2.22A 40W 98
MDS-065APS18 B A JST 2-pin 3.61A 65W
MDS-100APS18 B A JST 2-pin 5.55A 100W
MDS-100BPS18 B A JST 2-pin 4.4A 80W 5.5A 100W
MDS-300APB18* AA 12.22A 220W 16.66A 300W
MDS-400AUS19 B A DECA 3-pin 19V 15.8A 300W 21.1A 400W 99
MDS-400AUS24 B A DECA 3-pin 24V 12.5A 300W 16.67A 400W
MDS-400AUS30 B A DECA 3-pin 30V 11.67A 350W 13.33A 400W
MDS-040APS24 B A JST 2-pin 24V 1.67A 40W 100
MDS-065APS24 B A JST 2-pin 2.71A 65W
MDS-100APS24 B A JST 2-pin 4.17A 100W
MDS-100BPS24 B A JST 2-pin 3.3A 80W 4.2A 100W
MDS-200APB24* AA 5.83A 140W 8.33A 200W 101
MDS-250APB24* AA 6.25A 150W 10.41A 250W
MDS-300APB24* AA 10.0A 240W 12.5A 300W
MDS-400APB24* AA 8.33A 200W 16.66A 400W
MDS-300APB48* AA 48V 5.0A 240W 6.25A 300W
MDS-100AP401 B A 65W 100W 102

MEP

•  Low touch 
   current

MEP-25A15J BNA JWT 2-pin 15V 1.67A 25W 103

MEU
•  PMBus Ver 1.3 
   Supported

MEU-600C24T AAA 24V 25.0A 600W 104

MEU-600C48T AAA 48V 12.5A 600W

MDS – XXX
Delta Medical 
Power Supply
MDS-100AP401 lower at some conditions.

100 - 100W

Family 
Code
A

Product Type
P - Open Frame 401 - 5.1V, 12V, -15V, 15V

Input 
 

B - Class I 
with PE 
connection

CC Code 
For DC connector, 

A - DC connector 1)

ME U – XXX
Delta Medical 
Power Supply

U - U Frame

lower at some conditions.
600 - 600W

Family Code
C - Family C

Output 

24 - 24V
48 - 48V

Inlet Type
T - Terminal

CC Code



MDS – XXX
Delta Medical 
Power Supply
MDS-005AAS series
MDS-060AAS series
MDS-060BAS series
MDS-080AAS series
MDS-090AAS series
MDS-090BAS series
MDS-150AAS series

lower at some conditions.
005 - 5W
060 - 60W

Family 
Code
A - Family A
B - Family B

Product Type
A - Adapter

# of Output

     Output

Output 

12 - 12V
24 - 24V

Input 

A - C8
B - C14
C - NA

CC Code

etc.

For 005AAS
A - CN
B - US
C - EU

Product Type Series Model Name CC
Code AC Inlet Output Output

Current
Output
Power

ATX Power 
Supply

MDS MDS-350AD701 AA C14 +3.3V, +5V, +5VSB, 
+12V1, +12V2, -12V, -5V

8A, 9A, 1.25A, 8A, 
8A, 0.25A, 0.1A

350W 106

ME G – XXX A
Delta Medical 
Power Supply

Family Code
A 4 - 4 Slots

6 - 6 Slots

MDS – XXX
Delta Medical 
Power Supply
MDS-350AD701 lower at some conditions.

350 - 350W

Family 
Code
A

Product Type
D - Enclosed 701 - +3.3V, +5V, +5VSB, +12V1,

          +12V2, -12V, -5V

CC Code

Product Type Series Model Name CC
Code AC Inlet Output Output

Current
Output
Power

Adapter MDS MDS-005AAS05 A R Wall mount-China 
type

5V 1.00A 5W 110

MDS-005AAS05 B R Wall mount-Japan, 
USA type

1.00A 5W

MDS-005AAS05 C R Wall mount-EU type 1.00A 5W
MDS-030AAC05* 3.00A 15W
MDS-005AAS06 A R Wall mount-China 

type
6V 0.83A 5W

MDS-005AAS06 B R Wall mount-Japan, 
USA type

0.83A 5W

MDS-005AAS06 C R Wall mount-EU type 0.83A 5W
MDS-030AAC07* 7V 3.00A 21W
MDS-030AAC12* 12V 2.00A 24W 111
MDS-060AAS12 B A C14 5.00A 60W
MDS-060BAS12 A B C8 5.00A 60W
MDS-080AAS12 A C8 6.66A 80W
MDS-150AAS12 B A C14 10.00A 120W

Product Type Series Model Name Output Slots Output Output
Power

Power Supply
MEG
•  PMBus Ver 1.3
    Supported

 

4 Slots 1,200W 108

6 Slots 2,100W

Medical Power Supplies
PRODUCT SELECTION GUIDE
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2) Options

ME A – XXX
Delta Medical 
Power Supply

at some conditions.
065 - 65W
120 - 120W
250 - 250W

Family 
Code
A

Output 

12 - 12V
15 - 15V
24 - 24V

Input 
Connector 
Type
B - Class II 
      C8
C - Class I 
      C14

CC Code

etc.

ME F – XXX B
Delta Medical 
Power Supply

at some conditions.
010 - 10W

Family 
Code
A

Output 

05 - 5V

Country 
Duck Head 
Type
B - United 
States (2-pin)

CC Code

etc.

Product Type Series Model Name CC
Code AC Inlet Output Output

Current
Output
Power

Adapter MDS MDS-030AAC15* 15V 2.00A 30W 112
MDS-060AAS15 B A C14 4.00A 60W
MDS-090AAS15 B A C14 6.00A 90W
MDS-060AAS19 B A C14 19V 3.20A 60W 113
MDS-060BAS19 A A C8 3.15A 60W
MDS-090AAS19 B A C14 4.74A 90W
MDS-150AAS19 B A C14 7.89A 150W
MDS-150CAB19 AA C6 7.90A 150W
MDS-030AAC24* 24V 1.25A 30W 114
MDS-060AAS24 B A C14 2.50A 60W
MDS-060BAS24 A A C8 2.50A 60W
MDS-090AAS24 B A C14 3.75A 90W 115
MDS-090BAS24 A B C8 3.75A 90W
MDS-150AAS24 B A C14 6.25A 150W

MEA

•  2 × MOPP  
    isolation

MEA-065A12C A-A C14 12V 5.0A 60W 116

MEA-120A15B G-A C8 15V 8.0A 120W

MEA-065A24C A-A C14 24V 2.71A 65W

MEA-250A24C H-A C14 10.42A 250W

MEF

•  2 × MOPP  
    isolation

MEF-010A05B J-A Wall mount-US type 5V 2.0A 10W 117

MDS – XXX
Delta Medical 
Power Supply
MDS-150CAB19A lower at some conditions.

150 - 150W

Family 
Code
C

Product Type
A - Adapter

Input Connector Type Output 

19 - 19V

CC Code

MDS – XXX AAC
Delta Medical 
Power Supply
MDS-030 series lower at some conditions.

030 - 30W

Family
Code

05 - 5V
07 - 7V
12 - 12V
15 - 15V 1)

24 - 24V

CC Code

 

2)

CC Code
Country Duck Head Type
A - China
B - United States 2)

C - European 2)

2)

E - Australia 2)

2)

H - India 2)

2)

2)

2)
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Medical Power Supplies



Industrial Power Supplies



PRODUCT OVERVIEW

industrial power supplies that meet IEC 62368-1, IEC 61347-2-13, UL 8750, IEC 60335-1, IEC 
61558-1, IEC 61558-2-16 and many other more standards. 
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DIN Rail

Panel Mount

Open Frame

with Delta DIN rail power supplies.

Modules

0.15W. These adapters are also compliant with 

Adapter



)

AR

AR

AR

AR

AR
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INDUSTRIAL POWER SUPPLIES
DIN Rail Power Supply

Process
Automation

Factory 
Automation

Machine 
Automation

Automation
Process

Automation
Factory 

Automation
Machine 

Automation

Process
Automation

Factory 
Automation

Machine 
Automation

Process
Automation

Factory 
Automation

Machine 
Automation

Process
Automation

Factory 
Automation

Machine 
Automation
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Compliance to SEMI F47 @ 200Vac

AR

(Industrial standard)
AR

AR

D
IN

 R
ail Pow

er Supply

Machine 
Automation MeasurementAutomation

Process
Automation

Factory 
Automation

Automation
Process

Automation
Factory 

Automation
Machine 

Automation

Machine 
Automation MeasurementAutomation

Process
Automation

Factory 
Automation
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OUTPUT DRP012V015W1A DRP012V030W1A DRP012V060W1AA DRP012V100W1AA
12V 12V 12V 12V
11-14V 11-14V 11-14V 11-14V

Output Current 0-1.25A 0-2.5A 0-5.0A 0-8.33A
Output Power 15W 30W 60W 100W

Hold-up Time
115Vac > 22ms > 22ms > 22ms > 22ms
230Vac > 110ms > 110ms > 110ms > 110ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
4) -20°C to +80°C

-25°C to +85°C

MECHANICAL
Plastic Aluminium

Dimensions 
(L × W × D)

mm 100 × 32 × 100.6 100 × 32 × 100.6 121 × 32 × 120 121 × 50 × 118.7
inch 3.94 × 1.26 × 3.96 3.94 × 1.26 × 3.96 4.76 × 1.26 × 4.72 4.76 × 1.97 × 4.67

0.18 0.20 0.33 0.64
0.40 0.44 0.73 1.41

MTBF 3) > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs

Specifications

Notes

Features

Multiple wire connections to terminals allowed

dust and chemical pollutants 

Dimensions Reference

DIN Rail Power Supply 12V Output
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Features

dust and chemical pollutants*

OUTPUT DRP-24V48W1AZ DRP024V060W1AZ DRP024V060W1AA DRP024V120W1AA DRP024V240W1AA DRP024V480W1AA
24V 24V 24V 24V 24V 24V
22-26V 22-28V 22-28V 22-28V 22-28V 22-28V

Output Current 0-2.0A 0-2.5A 0-2.5A 0-5.0A 0-10.0A 0-20.0A
Output Power 48W 60W 60W 120W 240W 480W

Hold-up Time
115Vac > 10ms > 20ms > 20ms > 35ms

> 20ms > 20ms
230Vac > 60ms > 125ms > 125ms > 70ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.98 > 0.96 > 0.97
230Vac > 0.87 > 0.90 > 0.95
240Vac

ENVIRONMENT
4) -20°C to +70°C -20°C to +80°C

-25°C to +85°C

MECHANICAL
Plastic Aluminium

Dimensions
(L × W × D)

mm 100 × 32 × 100.6 120.6 × 32 × 113 121 × 32 × 120 121 × 50 × 118.7 121 × 85 × 118.5 121 × 160 × 118.5
inch 3.94 × 1.26 × 3.96 4.75 × 1.26 × 4.45 4.76 × 1.26 × 4.72 4.76 × 1.97 × 4.67 4.76 × 3.35 × 4.67 4.76 × 6.30 × 4.67

0.22 0.33 0.37 0.5 1.04 1.80
0.49 0.73 0.82 1.19 2.29 3.97

MTBF 3) > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs > 300,000 hrs > 300,000 hrs

Specifications

Notes

upon request.

Dimensions Reference

AR

24V Output
D

IN
 R

ail Pow
er Supply
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DIN Rail Power Supply 24V Output

OUTPUT DRP024V060W1B DRP024V120W1B DRP024V240W1B DRP024V480W1B
24V 24V 24V 24V
24-28V 24-28V 24-28V 24-28V

Output Current 0-2.5A 0-5.0A 0-10.0A 0-20.0A
Output Power 60W 120W 240W 480W

Hold-up Time
115Vac > 20ms > 20ms

> 20ms > 20ms
230Vac > 125ms > 115ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.96 > 0.96
230Vac > 0.90 > 0.95
240Vac

ENVIRONMENT
4) -25°C to +80°C -25°C to +75°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 121 × 32 × 125 121 × 50 × 123.1 121 × 85 × 124.1 121 × 144 × 118.6
inch 4.76 × 1.26 × 4.92 4.76 × 1.97 × 4.85 4.76 × 3.35 × 4.89 4.76 × 5.67 × 4.67

0.37 0.72 1.10 1.37
0.82 1.59 2.43 3.02

MTBF 3) > 800,000 hrs > 800,000 hrs > 500,000 hrs > 500,000 hrs

Notes

input. 

Specifications

Features

dust and chemical pollutants 

Dimensions Reference
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24V Output NEC Class 2
D

IN
 R

ail Pow
er Supply

Notes

OUTPUT DRP024V060W1N DRP-24V100W1NN
24V 24V
24-28V 22-24V

Output Current 0-2.5A 0-3.8A
Output Power 60W 91.2W

Hold-up Time
115Vac > 20ms > 20ms
230Vac > 125ms > 30ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.99
230Vac > 0.94
240Vac

ENVIRONMENT
4) -25°C to +80°C

-40°C to +85°C

MECHANICAL
Plastic Aluminium

Dimensions
(L × W × D)

mm 120.6 × 32 × 119.3 124 × 40 × 124
inch 4.75 × 1.26 × 4.70 4.88 × 1.57 × 4.88

0.33 0.60
0.73 1.32

MTBF 3) > 800,000 hrs > 800,000 hrs

Dimensions Reference

Features

dust and chemical pollutants

(DRP024V060W1NY)

Specifications

AR
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DIN Rail Power Supply 24V Output

Features
 

dust and chemical pollutants

Dimensions Reference
Notes

Specifications
OUTPUT DRP-24V120W2BN DRP-24V240W2BN

24V 24V
24-28V 24-28V

Output Current 0-5.0A 0-10.0A
Output Power 120W 240W

Hold-up Time
2 × 230Vac > 10ms > 18ms
2 × 400Vac > 50ms > 30ms

INPUT
Phase Input

 1)

Input Frequency

Input Current
2 × 230Vac
2 × 400Vac

2) 2 × 400Vac

(Cold Start)
2 × 200Vac
2 × 500Vac

Power Factor
2 × 230Vac

> 0.84
2 × 400Vac

500Vac

ENVIRONMENT
4) -30°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 124 × 40 × 117 124 × 60 × 117
inch 4.88 × 1.57 × 4.61 4.88 × 2.36 × 4.61

0.62 0.81
1.37 1.79

MTBF 3) > 800,000 hrs > 500,000 hrs
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D
IN

 R
ail Pow

er Supply

Features

dust and chemical pollutants 

Dimensions Reference
Notes

 and 
DRP024V960W3B  

Specifications
OUTPUT DRP024V060W3B DRP024V120W3B DRP024V240W3B DRP024V480W3B DRP024V960W3BN

24V 24V 24V 24V 24V
24-28V 24-28V 24-28V 24-28V 24-28V

Output Current 0-2.5A 0-5.0A 0-10.0A 0-20.0A 0-40.0A
Output Power 60W 120W 240W 480W 960W

Hold-up Time
3 × 400Vac > 20ms > 20ms > 20ms

> 20ms > 20ms
3 × 500Vac > 40ms > 40ms > 40ms

INPUT
Phase Input Two Phase or Three Phase

1)

3 × 320-600Vac or 
2 × 380-600Vac 

800Vdc) 1)

Input Frequency

Input Current
3 × 400Vac
3 × 500Vac

2) 3 × 400Vac
3 × 500Vac

(Cold Start) 3)

3 × 400Vac
3 × 500Vac

Power Factor
3 × 400Vac > 0.95 > 0.95
3 × 500Vac > 0.94 > 0.94
3 × 500Vac

ENVIRONMENT
5) -25°C to +80°C -25°C to +65°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 121 × 50 × 117.3 121 × 50 × 117.3 121 × 70 × 117.3 121 × 140 × 117.3 121 × 255 × 117.3 
inch 4.76 × 1.97 × 4.62 4.76 × 1.97 × 4.62  4.76 × 2.76 × 4.62  4.76 × 5.51 × 4.62 4.76 × 10.0 × 4.62

0.66 0.66 0.89 1.35 2.60
1.46 1.46 1.96 2.98 5.73

MTBF 4) > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs > 300,000 hrs
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DIN Rail Power Supply 48V Output

Features

dust and chemical pollutants 

Dimensions Reference

Specifications

Notes

OUTPUT DRP048V060W1B DRP048V120W1B DRP048V240W1B DRP048V480W1B
48V 48V 48V 48V
48-56V 48-56V 48-56V 48-56V

Output Current 0-1.25A 0-2.5A 0-5.0A 0-10.0A
Output Power 60W 120W 240W 480W

Hold-up Time
115Vac > 20ms > 20ms

> 20ms > 20ms
230Vac > 125ms > 50ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.99 > 0.96 > 0.96
230Vac > 0.93 > 0.90 > 0.90
240Vac

ENVIRONMENT
4) -25°C to +80°C -25°C to +75°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions 
(L × W × D)

mm 121 × 32 × 125 121 × 50 × 123.1 121 × 85 × 124.1 121 × 144 × 118.6
inch 4.76 × 1.26 × 4.92 4.76 × 1.97 × 4.85 4.76 × 3.35 × 4.86 4.76 × 5.67 × 4.67

0.38 0.72 0.96 1.37
0.84 1.59 2.12 3.02

MTBF 3) > 800,000 hrs > 800,000 hrs > 500,000 hrs > 500,000 hrs
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Features

dust and chemical pollutants

Dimensions Reference

Specifications

Notes

OUTPUT DRP-24V120W1C N DRP-24V240W1C N DRP-24V480W1C N
24V 24V 24V
24-28V 24-28V 24-28V

Output Current 0-5.0A 0-10.0A 0-20.0A
Output Power 120W 240W 480W

Hold-up Time
115Vac

> 20ms > 20ms > 15ms
230Vac

INPUT
Phase Input

DRP-24V W1CAN: 88-264Vac 
DRP-24V W1CB 1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.96 > 0.99 > 0.99
230Vac > 0.93 > 0.93 > 0.95

IT

ENVIRONMENT
4) -25°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 124 × 40 × 117 124 × 60 × 117 124 × 82 × 127
inch 4.88 × 1.57 × 4.61 4.88 × 2.36 × 4.61 4.88 × 3.23 × 5.00

0.58 0.84 1.20
1.28 1.85 2.65

MTBF 3) > 1,411,300 hrs > 1,366,200 hrs > 1,041,600 hrs

AR

24V Output



29     |     www.DeltaPSU.com

Notes

OUTPUT DRM-24V80W1PN DRM-24V120W1PN DRM-24V240W1PN DRM-24V480W1PN DRM-24V960W1PN
24V 24V 24V 24V 24V
24-28V 24-28V 24-28V 24-28V 24-28V

Output Current 3.4-3.0A 5.0-4.5A 10.0-9.0A 20.0-17.0A 40.0-34.3A
Output Power 81.6W 120W 240W 480W 960W

Hold-up Time 120Vac > 41ms > 34ms > 28ms > 30ms > 23ms230Vac > 70ms > 65ms
INPUT
Phase Input

85-276Vac (DC input 
1)

85-264Vac (DC input 
1)

1) 85-264Vac

Input Frequency

Input Current 120Vac
230Vac

2) at 120Vac
230Vac

(Cold Start)
120Vac
230Vac

Power Factor 120Vac > 0.95 > 0.99 > 0.98 > 0.92 > 0.97
230Vac > 0.80 > 0.91 > 0.92 > 0.87 > 0.95

IT

ENVIRONMENT
4) -25°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 124 × 32 × 102 124 × 40 × 117 124 × 60 × 117 124 × 82 × 127 124 × 125 × 133.6
inch 4.88 × 1.26 × 4.02 4.88 × 1.57 × 4.61 4.88 × 2.36 × 4.61 4.88 × 3.23 × 5.00 4.88 × 4.92 × 5.26

0.50 0.63 0.94 1.40 2.87
1.10 1.39 2.07 3.09 6.33

MTBF 3) > 2,000,000 hrs > 1,800,000 hrs > 1,400,000 hrs > 778,800 hrs > 513,800 hrs

AR

DIN Rail Power Supply 24V Output

Features

dust and chemical pollutants

Dimensions Reference

Specifications
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Features

Dimensions Reference

24V Output SIL 3

dust and chemical pollutants

Notes

Specifications
COMING SOON

OUTPUT DRM-24V480W1SN
24V
24-28V

Output Current 20.0-17.0A
Output Power 480W

Hold-up Time
120Vac

> 30ms
230Vac

INPUT
Phase Input

1)

Input Frequency

Input Current
120Vac
230Vac

2) 120Vac
230Vac

(Cold Start)
120Vac
230Vac

Power Factor
120Vac > 0.92
230Vac > 0.87

IT

ENVIRONMENT
4) -25°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 124 × 82 × 127
inch 4.88 × 3.23 × 5.00

1.40
3.09

MTBF 3) > 778,800 hrs
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Notes
 

DRM-24V480W3PN.

DIN Rail Power Supply 24V Output

Features

dust and chemical pollutants

Dimensions Reference

Specifications

INPUT
Phase Input Two or Three Phase

3 × 320-600Vac or 2 × 380-600Vac

Input Frequency

Input Current
3 × 400Vac
3 × 500Vac

2) 3 × 400Vac
3 × 500Vac

(Cold Start)
3 × 400Vac
3 × 500Vac

Power Factor
3 × 400Vac > 0.93

> 0.90
3 × 500Vac > 0.90

IT

ENVIRONMENT
4) -25°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 124 × 65 × 127.1 124 × 110 × 128.6
inch 4.88 × 2.56 × 5.00 4.88 × 4.33 × 5.06

1.18 2.30
2.60 5.07

MTBF 3) > 750,000 hrs > 550,000 hrs

COMING SOON COMING SOON
OUTPUT DRM-24V480W3PN DRM-24V960W3PN

24V 24V
24-28V 24-28V

Output Current 20.0-17.1A 40.0-34.3A
Output Power 480W 960W

Hold-up Time
3 × 400Vac

> 18ms > 20ms
3 × 500Vac
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24V Output
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OUTPUT DRV-24V120W1PN DRV-24V240W1PN DRV-24V480W1PN
24V 24V 24V
24-28V 24-28V 24-28V

Output Current 5.0-4.28A 10.0-8.57A 20.0-17.0A
Output Power 120W 240W 480W

Hold-up Time
120Vac > 34ms

> 28ms > 30ms
230Vac > 65ms

INPUT
Phase Input

1) 1)

Input Frequency

Input Current
120Vac
230Vac

2) 120Vac
230Vac

(Cold Start)
120Vac
230Vac

Power Factor
120Vac > 0.99 > 0.98 > 0.92
230Vac > 0.91 > 0.92 > 0.87

IT

ENVIRONMENT
4) -25°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions 
(L × W × D)

mm 124 × 60 × 139 124 × 60 × 139 124 × 82 × 149
inch 4.88 × 2.36 × 5.47 4.88 × 2.36 × 5.47 4.88 × 3.23 × 5.87

0.75 1.02 1.45
1.65 2.25 3.20

MTBF 3) > 1,400,000 hrs > 1,200,000 hrs > 700,000 hrs

Notes

AR

Features

current and temperature

dust and chemical pollutants

Specifications

Dimensions Reference
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DIN Rail Power Supply 12V, 24V Output

COMING SOON COMING SOON
OUTPUT DRL-12V75W1AZ DRL-24V75W1AZ DRL-24V120W1A DRL-24V240W1A DRL-24V480W1A

12V 24V 24V 24V 24V
10.8-13.2V 21.6-26.4V 22-28V 22-28V 22-28V

Output Current 6.25A 3.125A 5.0A 10.0A 20.0A
Output Power 75W 75W 120W 240W 480W

@ -10°C to +70°C @ -10°C to +70°C
@ -10°C to +70°C, 

@ -20°C to -10°C

Hold-up Time
115Vac 12ms typ. 12ms typ. 20ms typ. 10ms typ. 10ms typ.
230Vac 60ms typ. 60ms typ. 90ms typ. 16ms typ. 16ms typ.

INPUT
Phase Input

85-264Vac 1)

Input Frequency

Input Current
115Vac 1.45A typ. 1.45A typ. 2.2A typ. 2.8A typ. 5.4A typ.
230Vac 0.9A typ. 0.9A typ. 1.2A typ. 1.4A typ. 2.7A typ.

2) 115Vac - -
230Vac

(Cold Start)
115Vac - - 20A typ. 20A typ. 40A typ.
230Vac 40A typ. 40A typ. 40A typ. 40A typ. 80A typ.

Power Factor
115Vac

NA NA EN 61000-3-2 > 0.95 > 0.95
230Vac
240Vac - - -
264Vac - -

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 123.6 × 27 × 102 123.6 × 27 × 102 123.6 × 40 × 117.6 123.6 × 60 × 117.6 123.6 × 85.5 × 128.5
inch 4.87 × 1.06 × 4.02 4.87 × 1.06 × 4.02 4.87 × 1.57 × 4.63 4.87 × 2.36 × 4.63 4.87 × 3.37 × 5.06

TBA TBA 0.54 0.80 1.30
TBA TBA 1.19 1.76 2.86

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
ENVIRONMENT

4) -20°C to +70°C
-40°C to +85°C

Features

V W1AS)

immunity

Dimensions Reference
Notes

Specifications
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48V Output
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Dimensions Reference
Notes
1) DRL-48V120W1A

Specifications

Features

V W1AS)

immunity

COMING SOON
OUTPUT DRL-48V75W1AZ DRL-48V120W1A

48V 48V
43.2-52.8V 44-56V

Output Current 1.57A 2.50A
Output Power 75.36W 120W

Hold-up Time
115Vac 12ms typ. 20ms typ.
230Vac 60ms typ. 90ms typ.

INPUT
Phase Input

85-264Vac 1)

Input Frequency

Input Current
115Vac 1.45A typ. 2.2A typ.
230Vac 0.9A typ. 1.2A typ.

2) 115Vac -
230Vac

(Cold Start)
115Vac - 20A typ.
230Vac 40A typ. 40A typ.

Power Factor
115Vac

NA
230Vac
240Vac -
264Vac -

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 123.6 × 27 × 102 123.6 × 40 × 117.6
inch 4.87 × 1.06 × 4.02 4.87 × 1.57 × 4.63

TBA 0.54
TBA 1.19

MTBF 3) > 700,000 hrs > 700,000 hrs
ENVIRONMENT

4) -20°C to +70°C
-40°C to +85°C
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OUTPUT DRC-5V10W1A DRC-12V10W1A DRC-12V30W1A DRC-12V60W1 DRC-12V100W1AZ
5V 12V 12V 12V 12V
5V (No potentiometer) 12V (No potentiometer) 11.5-14.5V 11.5-14.0V 12-14V

Output Current 0-1.5A 0-0.83A 0-2.1A 0-4.5A 0-6.0A
Output Power 7.5W 10W 25.2W 54W 72W

Hold-up Time
115Vac > 10ms > 10ms > 25ms > 16ms > 20ms
230Vac > 30ms > 30ms > 30ms > 30ms > 100ms

INPUT
Phase Input

90-264Vac 90-264Vac (DC input 
1) 90-264Vac

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac -
264Vac - - - -

ENVIRONMENT
4) -25°C to +71°C

-25°C to +85°C -40°C to +85°C

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 91 × 18 × 55.6 91 × 18 × 55.6 91 × 53 × 55.6 91 × 71 × 55.6 91 × 89.9 × 55.6
inch 3.58 × 0.71 × 2.19 3.58 × 0.71 × 2.19 3.58 × 2.09 × 2.19 3.58 × 2.80 × 2.19 3.58 × 3.54 × 2.19

0.06 0.06 0.14 0.22 0.36
0.13 0.13 0.31 0.49 0.79

MTBF 3) > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs

AR

DIN Rail Power Supply 5V, 12V Output

Dimensions Reference

Specifications

Features

standard) and UL 508 (Industrial standard)

Notes
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Notes

24V Output
D

IN
 R

ail Pow
er Supply

Dimensions Reference

Specifications

Features

standard) and UL 508 (Industrial standard)
 

OUTPUT DRC-24V10W1A DRC-24V10W1HZ DRC-24V30W1A DRC-24V60W1A DRC-24V100W1A
24V 24V 24V 24V 24V
24V (No potentiometer) 24V (No potentiometer) 23.52-24.48V 24-28V 22-24V

Output Current 0-0.42A 0-0.42A 0-1.25A 0-2.5A 0-3.8A
Output Power 10W 10W 30W 60W 91.2W

Hold-up Time
115Vac > 10ms > 10ms > 25ms > 16ms > 10ms
230Vac > 30ms > 30ms > 30ms > 30ms > 30ms

INPUT
Phase Input

90-264Vac 90-264Vac (DC input 

Input Frequency

Input Current
115Vac
230Vac

1) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
3) -25°C to +71°C

-25°C to +85°C

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 91 × 18 × 55.6 91 × 18 × 55.6 91 × 53 × 55.6 91 × 71 × 55.6 91 × 89.9 × 55.6
inch 3.58 × 0.71 × 2.19 3.58 × 0.71 × 2.19 3.58 × 2.09 × 2.19 3.58 × 2.80 × 2.19 3.58 × 3.54 × 2.19

0.065 0.065 0.14 0.22 0.35
0.14 0.14 0.31 0.49 0.77

MTBF 2) > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs > 500,000 hrs

AR
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Notes

OUTPUT DRS-5V30W1NZ DRS-5V50W1A DRS-5V50W1N DRS-12V50W1N
5V 5V 5V 12V
5-5.5V 5-5.5V 5-5.5V 12-15V

Output Current 0-3.0A 0-6.0A 0-5.0A 0-4.0A
Output Power 15W 30W 25W 48W

Hold-up Time
115Vac > 20ms > 20ms > 20ms > 20ms
230Vac > 100ms > 100ms > 100ms > 100ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
264Vac

ENVIRONMENT
4) -20°C to +70°C

-40°C to +85°C

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 75 × 21 × 89.5 75 × 30 × 89.5 75 × 30 × 89.5 75 × 30 × 89.5
inch 2.95 × 0.83 × 3.52 2.95 × 1.18 × 3.52 2.95 × 1.18 × 3.52 2.95 × 1.18 × 3.52

0.11 0.16 0.16 0.18
0.24 0.35 0.35 0.40

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

AR

Dimensions Reference

DIN Rail Power Supply 5V, 12V Output

Specifications

Features

-10°C to +55°C operation
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Dimensions Reference
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IN
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24V Output

Specifications

Features

-10°C to +55°C operation

OUTPUT DRS-24V30W1AZ DRS-24V30W1NZ DRS-24V50W1N DRS-24V100W1A DRS-24V100W1N
24V 24V 24V 24V 24V
21.6-26.4V 24-28V 24-28V 24-28V 22-24V

Output Current 0-1.25A 0-1.25A 0-2.1A 0-4.0A 0-3.8A
Output Power 30W 30W 50W 96W 91.2W

@ > 0°C to 70°C, 

@ 0°C to -20°C

@ > 0°C to 70°C, 

@ 0°C to -20°C

Hold-up Time
115Vac - > 20ms > 20ms

> 50ms > 50ms
230Vac > 20ms  > 100ms  > 100ms

INPUT
Phase Input

85-264Vac 1)

Input Frequency

Input Current
115Vac
230Vac

2) at 115Vac -
230Vac

(Cold Start)
115Vac -
230Vac

Power Factor
115Vac > 0.97 > 0.97
230Vac > 0.90 > 0.90
240Vac - - - -
264Vac -

ENVIRONMENT
4) -20°C to +70°C

-40°C to +85°C

MECHANICAL
Plastic

Dimensions
(L × W × D)

mm 75 × 21 × 89.5 75 × 21 × 89.5 75 × 30 × 89.5 75 × 45 × 100 75 × 45 × 100
inch 2.95 × 0.83 × 3.52 2.95 × 0.83 × 3.52 2.95 × 1.18 × 3.52 2.95 × 1.77 × 3.94 2.95 × 1.77 × 3.94

0.10 0.11 0.18 0.325 0.325
0.22 0.24 0.40 0.72 0.72

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes



INDUSTRIAL POWER SUPPLIES
Panel Mount Power Supply
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selected models only)

AR

 

PMT2

PMT

EN 55032, Class B

 

, PMH-12V100WCM , 
PMH-24V100WCL , PMH-24V100WCM  and PMH-24V150WCL )

AR

AR

AR

PMH

PMC

PMF

ARA

Process 
Automation

Factory 
Automation

Machine
AutomationAutomation Measurement

LED

Automation
Process 

Automation
Factory 

Automation
Machine

Automation Measurement

Automation
Process

Automation
Machine 

Automation Measurement
LEDFactory 

Automation

Automation

Process
Automation

Machine 
Automation

Factory 
Automation

LED



Panel M
ount Pow

er Supply

Class A and Class D

 
(PMR- V320WDBA and PMR- V320WDCA)

(Red)

PMU

AR

PMR

AR
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LED

MEB

PAGES 92-93

AR

Connector Options

Front Face connector

IP20 connector

Harness connector

Machine 
Automation Measurement

LEDFactory 
Automation

Medical
Equipment

Automation
Process

Automation
Factory 

Automation
Machine 

Automation
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OUTPUT PMT-4V350W1A PM -5V35W1A PM -5V50W1A PMT-5V350W1A
4.2V 5V 5V 5V
3.78-4.70V 4.50-5.50V 4.50-5.50V 4.50-5.50V

Output Current 60.0A 7.0A 10.0A 60.0A
Output Power 252W 35W 50W 300W

Hold-up Time
115Vac 16ms typ. 20ms typ. 20ms typ. 16ms typ.
230Vac 20ms typ. 100ms typ. 100ms typ. 20ms typ.

INPUT
Phase Input

90-132Vac, 180-264Vac 85-264Vac 90-132Vac, 180-264Vac 

Input Frequency

Input Current
115Vac 7.00A typ. 0.75A typ. 1.10A typ. 7.00A typ.
230Vac 4.00A typ. 0.50A typ. 0.65A typ. 4.00A typ.

1) 230Vac

(Cold Start)
115Vac 40A typ. - - 40A typ.
230Vac 60A typ. 45A typ. 45A typ. 60A typ.

Power Factor NA NA
240Vac

ENVIRONMENT
3) -10°C to +70°C

-25°C to +85°C

MECHANICAL
Aluminium Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 50 98 × 98 × 38 98 × 98 × 38 215 × 115 × 50
inch 8.46 × 4.53 × 1.97 3.86 × 3.86 × 1.50 3.86 × 3.86 × 1.50 8.46 × 4.53 × 1.97

0.81 0.23 0.23 0.81
1.79 0.51 0.51 1.79
Forced Air (Built-in Fan) Forced Air (Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

 and PMT-5V350W1A  models, 

Dimensions Reference

Specifications

Panel Mount Power Supply 4.2V, 5V Output

PMT
Features

 

Protections

- L Frame
- Enclosed
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12V Output
Panel M

ount Pow
er Supply

OUTPUT PM -12V35W1A PM -12V50W1A PM -12V100W1A PM -12V150W1A PMT-12V350W1A
12V 12V 12V 12V 12V
11-14V 11-14V 11.4-13.2V 11.4-13.5V 10.8-13.2V

Output Current 2.92A 4.17A 8.5A 12.5A 29.0A
Output Power 35W 50W 102W 150W 348W

Hold-up Time
115Vac 16.7ms typ. 16.7ms typ. 25ms typ. 20ms typ. 12ms typ.
230Vac - - 30ms typ. 24ms typ. 16ms typ.

INPUT
Phase Input

90-264Vac
Input Frequency

Input Current
115Vac 0.75A typ. 1.10A typ. 2.00A typ. 3.00A typ. 7.00A typ.
230Vac 0.50A typ. 0.70A typ. 1.20A typ. 2.00A typ. 4.00A typ.

1) 115Vac
230Vac

(Cold Start)
115Vac 30A typ. 30A typ. 50A typ.
230Vac 60A typ. 65A typ. 36A typ. 45A typ. 60A typ. 

Power Factor
240Vac

ENVIRONMENT
3) -10°C to +70°C

-25°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 98 × 98 × 38 98 × 98 × 38 158 × 97 × 38 178 × 97 × 38 215 × 115 × 50
inch 3.86 × 3.86 × 1.50 3.86 × 3.86 × 1.50 6.22 × 3.82 × 1.50 7.01 × 3.82 × 1.50 8.46 × 4.53 × 1.97

0.22 0.23 0.36 0.48 0.82
0.49 0.51 0.79 1.06 1.81

Forced Air (Built-in Fan)
MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

PMT-12V350W1A  models, MTBF calculations 

Specifications

PMT
Features

 

Protections

- Open Frame (35W and 50W)
- L Frame
- Enclosed

Dimensions Reference
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OUTPUT PM -15V50W1A PM -24V35W1A PM -24V50W1A PM -24V100W1A PM -24V150W1A
15V 24V 24V 24V 24V
13.5-16.5V 22-28V 22-28V 22.8-26.4V 22.8-27.6V

Output Current 3.4A 1.46A 2.1A 4.5A 6.5A
Output Power 51W 35W 50W 108W 156W

Hold-up Time
115Vac 20ms typ. 16.7ms typ. 16.7ms typ. 25ms typ. 20ms typ.
230Vac 100ms typ. - - 30ms typ. 24ms typ.

INPUT
Phase Input

85-264Vac 90-264Vac
Input Frequency

Input Current
115Vac 1.10A typ. 0.75A typ. 1.10A typ. 2.00A typ. 3.00A typ.
230Vac 0.65A typ. 0.50A typ. 0.65A typ. 1.20A typ. 2.00A typ.

1) 115Vac - - -
230Vac

(Cold Start)
115Vac - 30A typ. 30A typ. - -
230Vac 45A typ. 60A typ. 60A typ. 36A typ. 45A typ.

Power Factor
240Vac

ENVIRONMENT
3) -10°C to +70°C

-25°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 98 × 98 × 38 98 × 98 × 38 98 × 98 × 38 158 × 97 × 38 178 × 97 × 38
inch 3.86 × 3.86 × 1.50 3.86 × 3.86 × 1.50 3.86 × 3.86 × 1.50 6.22 × 3.82 × 1.50 7.01 × 3.82 × 1.50

0.23 0.22 0.24 0.36 0.48
0.51 0.49 0.53 0.79 1.06

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

Dimensions Reference

Specifications

15V, 24V Output

PMT
Features

 

Protections

- L Frame
- Enclosed

Panel Mount Power Supply
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24V Output
Panel M

ount Pow
er Supply

Specifications

PMT
Features

Protections

- L Frame
- Enclosed

Dimensions Reference

OUTPUT PM -24V200W1A PMT-24V350W1AG PMT-24V350W1AM PMT-24V350W1AK PMT-24V350W1AR
24V 24V 24V 24V 24V
21.6-26.4V 20.0-26.4V 20.0-26.4V 20.0-26.4V 20.0-26.4V

Output Current 8.8A 14.6A 14.6A 14.6A 14.6A
Output Power 211.2W 350.4W 350.4W 350.4W 350.4W

Hold-up Time
115Vac 20ms typ. 16ms typ. 16ms typ. 16ms typ. 16ms typ.
230Vac 24ms typ. 20ms typ. 20ms typ. 20ms typ. 20ms typ.

INPUT
Phase Input

Input Frequency

Input Current
115Vac 4.5A typ. 7.0A typ. 7.0A typ. 7.0A typ. 7.0A typ.
230Vac 2.5A typ. 4.0A typ. 4.0A typ. 4.0A typ. 4.0A typ.

1) 230Vac

(Cold Start)
115Vac - 50A typ. 50A typ. 50A typ. 50A typ.
230Vac 55A typ. 60A typ. 60A typ. 60A typ. 60A typ.

Power Factor NA
240Vac

ENVIRONMENT
3) -10°C to +60°C -10°C to +70°C

-25°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 50 215 × 115 × 50 215 × 115 × 50 215 × 115 × 50 215 × 115 × 50
inch 8.46 × 4.53 × 1.97 8.46 × 4.53 × 1.97 8.46 × 4.53 × 1.97 8.46 × 4.53 × 1.97 8.46 × 4.53 × 1.97

0.63 0.82 0.82 0.82 0.82
1.39 1.81 1.81 1.81 1.81

Forced Air (Built-in Fan)
MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes
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INPUT
Phase Input

Input Frequency

Input Current
115Vac 7.0A typ. 3.0A typ. 7.0A typ. 2.0A typ. 2.0A typ.
230Vac 4.0A typ. 2.0A typ. 4.0A typ. 1.2A typ. 1.2A typ.

1) 230Vac

(Cold Start)
115Vac 40A typ. - 40A typ. - -
230Vac 60A typ. 45A typ. 60A typ. 45A typ. 45A typ.

Power Factor NA EN 61000-3-2 NA

240Vac

ENVIRONMENT
3) -10°C to +70°C

-25°C to +85°C

MECHANICAL
Aluminium Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 50 178 × 97 × 38 215 × 115 × 50 178 × 97 × 38 178 × 97 × 38
inch 8.46 × 4.53 × 1.97 7.01 × 3.82 × 1.50 8.46 × 4.53 × 1.97 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50

0.83 0.48 0.83 0.45 0.42
1.83 1.06 1.83 0.99 0.93
Forced Air (Built-in Fan) Forced Air (Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

 and PMT-48V350W1A  
time.

OUTPUT PMT-36V350W1A PM -48V150W1A PMT-48V350W1A PM -D1V100W1A PM -D2V100W1A
36V 48V 48V V1: 12V, V2: 5V V1: 24V, V2: 5V
32.4-39.6V 45.6-52.8V 43.2-52.8V V1: 10.8-13.2V V1: 21.6-26.4V

Output Current 9.7A 3.3A 7.3A V1: 7.0A, V2: 3.0A V1: 3.5A, V2: 3.0A
Output Power 349.2W 158.4W 350W V1: 84W, V2: 15W V1: 84W, V2: 15W

V1: 120mVpp,
V2: 80mVpp

V1: 120mVpp,
V2: 80mVpp

Hold-up Time
115Vac 16ms typ. 20ms typ. 16ms typ. 20ms typ. 20ms typ.
230Vac 20ms typ. 24ms typ. 20ms typ. 25ms typ. 25ms typ.

AR

36V, 48V, Dual OutputPanel Mount Power Supply

PMT
Features

Protections 

- L Frame
- Enclosed

Specifications

Dimensions Reference
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12V Output
Panel M

ount Pow
er Supply

Dimensions Reference

COMING SOON COMING SOON COMING SOON
OUTPUT PMT-12V35W2BA PMT-12V50W2BA PMT-12V75W2BA PMT-12V100W2BA PMT-12V150W2BA PMT-12V350W2B

12V 12V 12V 12V 12V 12V
10.8-13.2V 10.8-13.2V 10.8-13.2V 10.8-13.2V 10.8-13.2V 10.8-13.2V

Output Current 3.0A 4.2A 6.0A 8.5A 12.5A
Output Power 36W 50.4W 72W 102W 150W 348W

0°C to 50°C, 

-30°C to 0°C

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ. 12ms typ.
230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ. 16ms typ.

PMT2
Features

 

Notes

Specifications

F

INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac 

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ. 6.8A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ. 3.4A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 55A typ. 30A typ. 60A typ.

Power Factor NA

240Vac 2mA typ.

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30 215 × 115 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18 8.45 × 4.52 × 1.18

TBA
0.18

TBA
0.29 0.35

TBA
0.39 0.63 0.78

Forced Air 
(Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs



47     |     www.DeltaPSU.com

15V OutputPanel Mount Power Supply

PMT2
Features

 

Dimensions Reference

Specifications

Notes

NEW NEW COMING SOON COMING SOON COMING SOON
OUTPUT PMT-15V35W2BA PMT-15V50W2BA PMT-15V75W2BA PMT-15V100W2BA PMT-15V150W2BA

15V 15V 15V 15V 15V
13.5-16.5V 13.5-16.5V 13.5-16.5V 13.5-16.5V 13.5-16.5V

Output Current 2.4A 3.4A 5.0A 7.0A 10.0A
Output Power 36W 51W 75W 105W 150W

0°C to 50°C, 

-30°C to 0°C

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ.230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ.
INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 50A typ. 60A typ.

Power Factor NA

240Vac

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18

TBA
0.18

TBA
0.29 0.35

0.39 0.63 0.78

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
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24V Output
Panel M

ount Pow
er Supply

Dimensions Reference

PMT2
Features

 

Specifications
COMING SOON COMING SOON COMING SOON

OUTPUT PMT-24V35W2BA PMT-24V50W2BA PMT-24V75W2BA PMT-24V100W2BA PMT-24V150W2BA PMT-24V350W2B
24V 24V 24V 24V 24V 24V
21.6-26.4V 21.6-26.4V 21.6-26.4V 21.6-26.4V 21.6-26.4V 21.6-26.4V

Output Current 1.5A 2.2A 3.2A 4.5A 6.25A
Output Power 36W 52.8W 76.8W 108W 150W 350.5W

0°C to 50°C, 

-30°C to 0°C

0°C to 50°C, 

-30°C to 0°C

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ. 12ms typ.
230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ. 16ms typ.

Notes

F

INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ. 6.8A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ. 3.4A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 55A typ. 30A typ. 60A typ.

Power Factor NA

240Vac 2mA typ.

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30 215 × 115 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18 8.45 × 4.52 × 1.18

TBA
0.18

TBA
0.29 0.35

TBA
0.39 0.63 0.78

Forced Air 
(Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
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30V OutputPanel Mount Power Supply

PMT2
Features

 

Dimensions Reference

Specifications

Notes

NEW NEW COMING SOON COMING SOON COMING SOON
OUTPUT PMT-30V35W2BA PMT-30V50W2BA PMT-30V75W2BA PMT-30V100W2BA PMT-30V150W2BA

30V 30V 30V 30V 30V
27-33V 27-33V 27-33V 27-33V 27-33V

Output Current 1.2A 1.9A 2.5A 3.5A 5.0A
Output Power 36W 57W 75W 105W 150W

0°C to 50°C, 

-30°C to 0°C

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ.230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ.
INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 50A typ. 60A typ.

Power Factor NA

240Vac

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18

TBA
0.18

TBA
0.29 0.35

0.39 0.63 0.78

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
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36V Output
Panel M

ount Pow
er Supply

Dimensions Reference

PMT2
Features

 

Specifications
NEW NEW COMING SOON NEW NEW COMING SOON

OUTPUT PMT-36V35W2BA PMT-36V50W2BA PMT-36V75W2BA PMT-36V100W2BA PMT-36V150W2BA PMT-36V350W2BR
36V 36V 36V 36V 36V 36V
32.4-39.6V 32.4-39.6V 32.4-39.6V 32.4-39.6V 32.4-39.6V 32.4-39.6V

Output Current 1A 1.45A 2.1A 2.8A 4.3A
Output Power 36W 52.2W 75.6W 100.8W 154.8W 349.2W

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ. 12ms typ.
230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ. 16ms typ.

Notes

F

INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac 

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ. 6.8A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ. 3.4A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 50A typ. 60A typ. 60A typ.

Power Factor NA

240Vac

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30 215 × 115 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18 8.45 × 4.52 × 1.18

TBA
0.18

TBA
0.29 0.35

TBA
0.39 0.63 0.78

Forced Air 
(Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
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NEW NEW COMING SOON COMING SOON COMING SOON COMING SOON
OUTPUT PMT-48V35W2BA PMT-48V50W2BA PMT-48V75W2BA PMT-48V100W2BA PMT-48V150W2BA PMT-48V350W2BR

48V 48V 48V 48V 48V 36V
43.2-52.8V 43.2-52.8V 43.2-52.8V 43.2-52.8V 43.2-52.8V 32.4-39.6V

Output Current 0.8A 1.1A 1.6A 2.3A 3.3A
Output Power 38.4W 52.8W 76.8W 110.4W 158.4W 350.4W

Hold-up Time 115Vac 5ms typ. 15ms typ. 5ms typ. 5ms typ. 30ms typ. 12ms typ.
230Vac 20ms typ. 70ms typ. 20ms typ. 40ms typ. 16ms typ.

48V OutputPanel Mount Power Supply

PMT2
Features

 

Dimensions Reference

Specifications

Notes

INPUT
Phase Input

90-264Vac 90-132Vac, 180-264Vac 

Input Frequency

Input Current 115Vac 0.70A typ. 0.95A typ. 1.4A typ. 1.9A typ. 3.0A typ. 6.8A typ.
230Vac 0.42A typ. 0.55A typ. 0.85A typ. 1.2A typ. 1.7A typ. 3.4A typ.

1) 230Vac

(Cold Start) 230Vac 45A typ. 45A typ. 65A typ. 50A typ. 60A typ. 60A typ.

Power Factor NA

240Vac 2mA typ.

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 99 × 82 × 30 99 × 82 × 30 99 × 97 × 30 129 × 97 × 30 159 × 97 × 30 215 × 115 × 30
inch 3.90 × 3.23 × 1.18 3.90 × 3.23 × 1.18 3.90 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18 8.45 × 4.52 × 1.18

TBA
0.18

TBA
0.29 0.35

TBA
0.39 0.63 0.78

Forced Air 
(Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
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Dual Output
Panel M

ount Pow
er Supply

Dimensions Reference

PMT2
Features

Specifications
COMING SOON COMING SOON

OUTPUT PMT-D1V75W2BA PMT-D2V75W2BA
V1: 5V, V2: 12V V1: 5V, V2: 24V

Output Current V1: 5.0A, V2: 4.0A V1: 5.0A, V2: 2.1A
Output Power 73W 75.4W

V1: 100mVpp typ.
V2: 120mVpp typ.

V1: 100mVpp typ.
V2: 240mVpp typ.

Hold-up Time 115Vac 5ms typ. 5ms typ.
230Vac 20ms typ. 20ms typ.

INPUT
Phase Input

90-264Vac
Input Frequency

Input Current 115Vac 1.4A typ. 1.4A typ.
230Vac 0.85A typ. 0.85A typ.

1) 230Vac

(Cold Start) 230Vac 65A typ. 65A typ.

Power Factor NA

240Vac 0.75mA typ. 0.75mA typ.

ENVIRONMENT
3) -30°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 129 × 97 × 30 129 × 97 × 30
inch 5.08 × 3.82 × 1.18 5.08 × 3.82 × 1.18

TBA TBA 

MTBF 2) > 700,000 hrs > 700,000 hrs

Notes
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OUTPUT PMC-05V015W1AA PMC-05V035W1A PMC-05V050W1AA
5V 5V 5V
4.75-5.50V 4.75-5.50V 4.75-5.50V

Output Current 0-3.0A 0-7.0A 0-10.0A
Output Power 15W 35W 50W

Hold-up Time
115Vac > 15ms > 15ms > 15ms
230Vac > 80ms > 80ms > 80ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
4) -10°C to +70°C

-25°C to +85°C

MECHANICAL
SECC Steel Aluminium

Dimensions
(L × W × H)

mm 77 × 51 × 28 98 × 97 × 38 128 × 97 × 38
inch 3.03 × 2.01 × 1.10 3.86 × 3.82 × 1.50 5.04 × 3.82 × 1.50

0.16 0.18 0.26
0.35 0.40 0.57

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs

Dimensions Reference

5V OutputPanel Mount Power Supply

PMC
Features

 

 
(ITE standard) and EMI to EN 55032, Class B

Notes

request.

Specifications
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Panel M
ount Pow

er Supply

Dimensions Reference

12V Output

PMC
Features

 
(ITE standard) and EMI to EN 55032, Class B

OUTPUT PMC-12V035W1A PMC-12V050W1A PMC-12V060W1NA PMC-12V100W1AA
12V 12V 12V 12V
11-14V 11-14V 12-14V 11-14V

Output Current 0-3.0A 0-4.17A 0-5.0A 0-8.33A
Output Power 35W 50W 60W 100W

Hold-up Time
115Vac > 15ms > 15ms > 15ms > 15ms
230Vac > 80ms > 80ms > 80ms > 80ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
4) -10°C to +70°C -20°C to +70°C -10°C to +70°C

-25°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 98 × 97 × 38 128 × 97 × 38 128 × 97 × 38 158 × 97 × 38
inch 3.86 × 3.82 × 1.50 5.04 × 3.82 × 1.50 5.04 × 3.82 × 1.50 6.22 × 3.82 × 1.50

0.21 0.26 0.28 0.45
0.46 0.57 0.62 0.99

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

Specifications



55     |     www.DeltaPSU.com

Dimensions Reference

12V OutputPanel Mount Power Supply

PMC
Features

 

Specifications
OUTPUT PMC-12V150W1B PMC-12V600W1BA

12V 12V
11-14V 10.8-13.2V

Output Current 0-12.5A 0-50A
Output Power 150W 600W

Hold-up Time 115Vac
> 30ms > 20ms

230Vac
INPUT
Phase Input

1) 1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac  
230Vac

Power Factor
115Vac > 0.99 @ 115Vac,

> 0.90 @ 230Vac
> 0.98 @ 115Vac,
> 0.95 @ 230Vac230Vac

240Vac

ENVIRONMENT
-10°C to +70°C -20°C to +70°C
-25°C to +85°C -40°C to +85°C

MECHANICAL
Aluminium SECC Steel

Dimensions
(L × W × H)

mm 178 × 97 × 38 215 × 120 × 61
inch 7.01 × 3.82 × 1.50 8.46 × 4.72 × 2.4

0.54 1.51
1.19 3.33

Forced Air (Built-in Fan)
MTBF 3) > 700,000 hrs > 700,000 hrs

Notes

calculations 
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Panel M
ount Pow

er Supply

Dimensions Reference

24V Output

PMC
Features

 
(ITE standard) and EMI to EN 55032, Class B

Specifications
OUTPUT PMC-24V035W1A PMC-24V050W1A PMC-24V075W1A PMC-24V100W1A PMC-24V150W1A

24V 24V 24V 24V 24V
22-28V 22-28V 22-28V 22-28V 22-28V

Output Current 0-1.46A 0-2.1A 0-3.12A 0-4.17A 0-6.25A
Output Power 35W 50W 75W 100W 150W

Hold-up Time
115Vac > 15ms > 15ms > 15ms > 15ms > 15ms
230Vac > 80ms > 90ms > 90ms > 90ms > 80ms

INPUT
Phase Input

1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor NA
240Vac

ENVIRONMENT
-10°C to +70°C
-25°C to +85°C

0 to 5,000 m  

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 128 × 97 × 38 128 × 97 × 38 128 × 97 × 38 158 × 97 × 38 178 × 97 × 38
inch 5.04 × 3.82 × 1.50 5.04 × 3.82 × 1.50 5.04 × 3.82 × 1.50 6.22 × 3.82 × 1.50 7.01 × 3.82 × 1.50

0.24 0.26 0.30 0.41 0.48
0.53 0.57 0.66 0.90 1.06

MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes
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INPUT
Phase Input

180-264Vac (DC input 
1)

1) 85-264Vac (DC input 
1)

85-264Vac (DC input 
1)

Input Frequency

Input Current 115Vac -
230Vac

2) 115Vac -
230Vac

(Cold Start)
115Vac -
230Vac

Power Factor 115Vac
EN 61000-3-2

> 0.99 > 0.99 > 0.99
EN 61000-3-2230Vac > 0.90 > 0.97 > 0.94

240Vac

ENVIRONMENT
4) -10°C to +70°C -20°C to +70°C -10°C to +70°C

-25°C to +85°C -20°C to +75°C -25°C to +85°C

0 to 3,000 m  0 to 5,000 m  

MECHANICAL
Aluminium SECC Steel Aluminium

Dimensions
(L × W × H)

mm 178 × 97 × 38 178 × 97 × 38 199 × 105 × 41 215 × 120 × 61 178 × 97 × 38
inch 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50 7.83 × 4.13 × 1.61 8.46 × 4.72 × 2.40 7.01 × 3.82 × 1.50

0.50 0.54 0.82 1.60 0.52
1.10 1.19 1.81 3.53 1.15

Forced Air (Built-in Fan)
MTBF 3) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 300,000 hrs > 700,000 hrs

OUTPUT PMC-24V150W2AA PMC-24V150W1B PMC-24V300W1BA PMC-24V600W1BA PMC-DSPV100W1A
24V 24V V1: 24V, V2 SB: 12V 24V V1: 24V, V2: 5V
22-28V 22-28V V1: 22-28V 21.6-26.4V V1: 22.8-26.4V

Output Current 0-6.25A 0-6.25A V1: 12.5A (0-12.5A)
V2 SB: 0.5A (0-0.5A)

V1: 2.7A (0.3-4.0A)
V2: 7.0A (0.8-7.0A)

Output Power 150W 150W 300W 100W
 

Hold-up Time 115Vac - > 30ms > 15ms @ nominal input, > 20ms > 15ms 
230Vac > 20ms > 80ms

AR

Dimensions Reference

24V, Dual OutputPanel Mount Power Supply

PMC
Features

 

 
(ITE standard) and EMI to EN 55032, Class B

Specifications

Notes
 

PMC-DSPV100W1A are 

 
PMC-
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Panel M
ount Pow

er Supply

Dimensions Reference

48V Output

PMC
Features

 

Specifications

INPUT
Phase Input

1) 1)

Input Frequency

Input Current
115Vac
230Vac

2) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.99 > 0.98
230Vac > 0.92 > 0.96
240Vac

ENVIRONMENT
4) -10°C to +70°C -20°C to +70°C

-25°C to +85°C -40°C to +85°C

MECHANICAL
Aluminium SECC Steel

Dimensions 
(L × W × H)

mm 178 × 97 × 38 215 × 120 × 61
inch 7.01 × 3.82 × 1.50 8.46 × 4.72 × 2.4

0.53 1.54
1.17 3.40

Forced Air (Built-in Fan)
MTBF 3) > 700,000 hrs > 700,000 hrs

OUTPUT PMC-48V150W1BA PMC-48V600W1BA
48V 48V
44-53V 43.2-52.8V

Output Current 0-3.125A 0-12.5A
Output Power 150W 600W

Hold-up Time 115Vac
> 30ms > 20ms

230Vac

Notes

MTBF calculations 
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OUTPUT PMH-24V50WCA PMH-24V100WCA PMH-24V100WCC PMH-24V100WCN
24V 24V 24V 24V
22-28V 22-28V 22-28V 22-24V

Output Current 0-2.1A 0-4.16A 0-4.16A 0-3.8A
Output Power 50W 100W 100W 91.2W

1)

Hold-up Time 115Vac > 15ms > 15ms > 15ms > 15ms
230Vac > 90ms > 100ms > 100ms > 100ms

INPUT
Phase Input

2)

Input Frequency

Input Current
115Vac
230Vac

3) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac - -
264Vac - -

ENVIRONMENT
5) -30°C to +70°C

-30°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 98 × 97 × 38 158 × 97 × 38 158 × 97 × 38 158 × 97 × 38
inch 3.86 × 3.82 × 1.50 6.22 × 3.82 × 1.50 6.22 × 3.82 × 1.50 6.22 × 3.82 × 1.50

0.21 0.43 0.43 0.43
0.46 0.95 0.95 0.95

MTBF 4) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

AR

Dimensions Reference

24V OutputPanel Mount Power Supply

PMH
Features

 

Specifications

Notes
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Panel M
ount Pow

er Supply

Dimensions Reference

PMH
Features

 

)

Specifications

Notes

OUTPUT PMH-24V150WCB PMH-24V150WCD PMH-24V200WCB
24V 24V 24V
22-28V 22-28V 22-28V

Output Current 0-6.25A 0-6.25A 0-8.33A
Output Power 150W 150W 200W

1)

Hold-up Time 115Vac > 40ms > 40ms
> 20ms

230Vac > 50ms > 50ms
INPUT
Phase Input

2)

Input Frequency

Input Current
115Vac
230Vac

3) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac > 0.98 > 0.98 > 0.98
230Vac > 0.89 > 0.89 > 0.92
240Vac -
264Vac - -

ENVIRONMENT
5) -30°C to +70°C

-30°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 178 × 97 × 38 178 × 97 × 38 190 × 97 × 38
inch 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50 7.48 × 3.82 × 1.50

0.56 0.56 0.61
1.23 1.23 1.34

MTBF 4) > 700,000 hrs > 700,000 hrs > 700,000 hrs
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OUTPUT PMH-12V100WCL PMH-12V100WCM PMH-24V100WCL PMH-24V100WCM PMH-24V150WCL
12V 12V 24V 24V 24V
12-14V 11-12V 24-28V 22-24V 24-28V

Output Current 0-8.5A 0-4.5A 0-4.5A 0-3.8A 0-6.5A
Output Power 102W 54W 108W 91.2W 156W

1)

Hold-up Time 115Vac > 5ms > 5ms > 10ms > 10ms > 10ms
230Vac > 50ms > 25ms > 50ms > 50ms > 50ms

INPUT
Phase Input

2)

Input Frequency

Input Current
115Vac
230Vac

3) at 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
5) -30°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 129 × 97 × 30 129 × 97 × 30 129 × 97 × 30 129 × 97 × 30 159 × 97 × 30
inch 5.08 × 3.82 × 1.18 5.08 × 3.82 × 1.18 5.08 × 3.82 × 1.18 5.08 × 3.82 × 1.18 6.26 × 3.82 × 1.18

0.31 0.31 0.31 0.31 0.41
0.68 0.68 0.68 0.68 0.90

MTBF 4) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

NotesDimensions Reference

12V, 24V OutputPanel Mount Power Supply

PMH - 
Features

 

Specifications



     |     62

Panel M
ount Pow

er Supply

Dimensions Reference

PMF
Features

Temperature Protections

Specifications
OUTPUT PMF-4V320WC PMF-5V320WC PMF-24V200WC PMF-24V240WC PMF-24V320WC

4.2V 5V 24V 24V 24V
3.78-4.62V 4.50-5.50V 21.6-26.4V 21.6-26.4V 21.6-26.4V

Output Current 55.0A 55.0A 8.4A 10.0A 13.3A
Output Power 231W 275W 201.6W 240W 320W

Hold-up Time
115Vac

16ms typ. 16ms typ. 20ms typ. 20ms typ. 20ms typ.
230Vac

INPUT
Phase Input

85-264Vac
Input Frequency

Input Current
115Vac 5.0A typ. 5.0A typ. 3.5A typ. 3.6A typ. 5.0A typ. 
230Vac 2.5A typ. 2.5A typ. 1.7A typ. 1.8A typ. 2.5A typ.

1) 230Vac

(Cold Start)
115Vac 20A typ. 20A typ. 30A typ. 30A typ. 20A typ.
230Vac 40A typ. 40A typ. 50A typ. 60A typ. 40A typ.

Power Factor
115Vac 0.97 typ. 0.98 typ. 0.98 typ. 0.99 typ. 0.98 typ. 
230Vac 0.94 typ. 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ.
240Vac

ENVIRONMENT
3) -10°C to +70°C

-20°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 50 215 × 115 × 50 190 × 93 × 50 190 × 93 × 50 215 × 115 × 50 
inch 8.46 × 4.53 × 1.97 8.46 × 4.53 × 1.97 7.48 × 3.66 × 1.97 7.48 × 3.66 × 1.97 8.46 × 4.53 × 1.97

0.86 0.86 0.66 0.66 0.84
1.90 1.90 1.46 1.46 1.85

Forced Air (Built-in Fan)
MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

AR

Notes

4.2V, 5V, 24V Output
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Dimensions Reference

4.2V OutputPanel Mount Power Supply

PMR
Features

EN 61000-3-2, Class A and Class D

 
(PMR-4V320WDBA and PMR-4V320WDCA)

Specifications
OUTPUT PMR-4V320WC A PMR-4V320WDAA PMR-4V320WDGA PMR-4V320WDBA PMR-4V320WDCA

4.2V 4.2V 4.2V 4.2V 4.2V

3.78-4.62V 3.78-4.62V 3.78-4.62V 3.99-4.51V
(No potentiometer)

3.99-4.51V
(No potentiometer)

Output Current 60.0A 60.0A 60.0A 60.0A 60.0A
Output Power 252W 252W 252W 252W 252W

Hold-up Time 8ms typ. 8ms typ. 8ms typ. 8ms typ. 8ms typ.
INPUT
Phase Input

88-264Vac
Input Frequency

Input Current
115Vac 3.0A typ. 4.5A typ. 4.5A typ. 4.5A typ. 4.5A typ. 
230Vac 1.5A typ. 2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ.

1) 115Vac
230Vac

(Cold Start)
115Vac 20A typ. 20A typ. 20A typ. 20A typ. 20A typ.
230Vac 40A typ. 40A typ. 40A typ. 40A typ. 40A typ.

Power Factor
115Vac 0.98 typ. 0.98 typ. 0.98 typ. 0.98 typ. 0.98 typ. 
230Vac 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 
240Vac

ENVIRONMENT
3) -10°C to +70°C -20°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30
inch 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18

0.76 0.86 0.86 0.86 0.86
1.68 1.90 1.90 1.90 1.90
Forced Air (Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Notes

A, MTBF calculation does not 
include .

AR
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Panel M
ount Pow

er Supply

Dimensions Reference

Specifications

5V Output

OUTPUT PMR-5V320WC A PMR-5V320WDAA PMR-5V320WDGA PMR-5V320WDBA PMR-5V320WDCA
5V 5V 5V 5V 5V

4.50-5.50V 4.50-5.50V 4.50V-5.50V 4.75-5.25V
(No potentiometer)

4.75-5.25V
(No potentiometer)

Output Current 60.0A 60.0A 60.0A 60.0A 60.0A
Output Power 300W 300W 300W 300W 300W

Hold-up Time 8ms typ.
INPUT
Phase Input

88-264Vac
Input Frequency

Input Current
115Vac 4.5A typ. 5.0A typ. 5.0A typ. 5.0A typ. 5.0A typ.
230Vac 2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ. 2.5A typ.

1) 115Vac
230Vac

(Cold Start)
115Vac 20A typ. 20A typ. 20A typ. 20A typ. 20A typ. 
230Vac 40A typ. 40A typ. 40A typ. 40A typ. 40A typ.

Power Factor
115Vac 0.98 typ. 0.98 typ. 0.98 typ. 0.98 typ. 0.98 typ.
230Vac 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 0.95 typ. 
240Vac

ENVIRONMENT
3) -10°C to +70°C -20°C to +70°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × H)

mm 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30 215 × 115 × 30
inch 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18 8.46 × 4.53 × 1.18

0.76 0.86 0.86 0.86 0.86
1.68 1.90 1.90 1.90 1.90
Forced Air (Built-in Fan)

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

AR

Notes

A, MTBF calculation does not 

PMR
Features

EN 61000-3-2, Class A and Class D

 
(PMR-5V320WDBA and PMR-5V320WDCA)
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OUTPUT PMU-13V155W BA PMU-13V155W CA PMU-27V155W BA PMU-27V155W CA
V1: 13.8V, B+: 13.3V V1: 13.8V, B+: 13.3V V1: 27.6V, B+: 27.1V V1: 27.6V, B+: 27.1V
12-14V 12-14V 24-28V 24-28V

Output Current V1: 9.5A (0-11.0A)
B+: 1.5A (0.5-1.5A)

V1: 9.5A (0-11.0A)
B+: 1.5A (0.5-1.5A)

PMU-27V155WCBA
V1: 4.0A (0-5.5A)
B+: 1.5A (0.5-1.5A)
PMU-27V155WLBA
V1: 4.3A (0-5.5A)
B+: 1.2A (0.50-1.2A)

PMU-27V155WCCA
V1: 4.0A (0-5.5A)
B+: 1.5A (0.5-1.5A)
PMU-27V155WLCA
V1: 4.3A (0-5.5A)
B+: 1.2A (0.50-1.2A)

Output Power 151W 151W 151W 151W

Hold-up Time 20ms without Battery at B+
INPUT
Phase Input

Input Frequency

Input Current
115Vac
230Vac

1) at 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
264Vac

ENVIRONMENT
3) -20°C to +70°C

-40°C to +85°C

MECHANICAL

Dimensions
(L × W × H)

mm 178 × 97 × 38 178 × 97 × 38 178 × 97 × 38 178 × 97 × 38
inch 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50 7.01 × 3.82 × 1.50

0.59 0.60 0.59 0.60
1.30 1.32 1.30 1.32

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

Dimensions Reference

13.8V, 27.6V OutputPanel Mount Power Supply

PMU
Features

Polarity Connection (Red)

indication

Circuit Protections

Specifications

AR

Notes
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chemical pollutants

chemical pollutants

PJB

AR

AR

PJ

PJH

PJU

AR

PJT
AR

O
pen Fram

e Pow
er Supply

INDUSTRIAL POWER SUPPLIES
Open Frame Power Supply

AR

Machine 
Automation Measurement

Factory 
AutomationAutomation

Machine 
Automation Measurement

Factory 
AutomationAutomation

Machine 
Automation Measurement

Factory 
Automation

Automation
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PJL

AR

INDUSTRIAL POWER SUPPLIES
Open Frame Power Supply

LED

AR

MEP

MEU

AR

AR

A

PAGE 103

PAGE 104

For the PJ series, PJB series and PJU series, metal 

Enclosed

Open Frame

L Frame

Factory 
Automation

Machine 
Automation Measurement

Medical
Equipment

Factory 
Automation

Machine 
Automation Measurement

Medical
Equipment
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O
pen Fram

e Pow
er Supply

12V OutputOpen Frame Power Supply

Dimensions Reference

PJT
Features

Temperature Protections

Specifications

INPUT
Phase Input

90-264Vac
Input Frequency
Input Current 115Vac 0.85A typ. 1.50A typ. 1.50A typ. 2.50A typ. 

1) 115Vac
230Vac

(Cold Start)
115Vac 30A typ. 30A typ. 30A typ. 30A typ.
230Vac 60A typ. 60A typ. 60A typ. 60A typ.

Power Factor
240Vac

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MECHANICAL
–

Dimensions
(L × W × H)

mm 76.2 × 50.8 × 22.9 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 3.00 × 2.00 × 0.90 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

OUTPUT PJT-12V40WBA PJT-12V65WBA PJT-12V100WBA PJT-12V100WBB
12V 12V 12V 12V

Output Current 3.33A 5.0A 8.33A 8.33A (Forced Air)

Output Power 40W 60W 100W 100W (Forced Air)

Hold-up Time
115Vac 18ms typ. 16ms typ.

20ms typ. 10ms typ. 
230Vac 90ms typ. 80ms typ.

AR

Notes
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INPUT
Phase Input

90-264Vac
Input Frequency
Input Current 115Vac 0.85A typ. 1.50A typ. 1.50A typ. 2.50A typ.

1) 115Vac
230Vac

(Cold Start)
115Vac 30A typ. 30A typ. 30A typ. 30A typ. 
230Vac 60A typ. 60A typ. 60A typ. 60A typ.

Power Factor
240Vac

MECHANICAL
–

Dimensions
(L × W × H)

mm 76.2 × 50.8 × 22.9 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 3.00 × 2.00 × 0.90 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

OUTPUT PJT-15V40WBA PJT-15V65WBA PJT-15V100WBA PJT-15V100WBB
15V 15V 15V 15V

Output Current 2.67A 4.2A 6.67A 6.67A (Forced Air)

Output Power 40W 63W 100W 100W (Forced Air)

Hold-up Time
115Vac 18ms typ. 16ms typ.

20ms typ. 10ms typ.
230Vac 90ms typ. 80ms typ.

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

AR

PJT
Features

Temperature Protections

Specifications

Dimensions Reference

15V OutputOpen Frame Power Supply

Notes
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INPUT
Phase Input

90-264Vac
Input Frequency
Input Current 115Vac 0.85A typ. 1.50A typ. 1.50A typ. 2.50A typ.

1) 115Vac
230Vac

(Cold Start)
115Vac 30A typ. 30A typ. 30A typ. 30A typ. 
230Vac 60A typ. 60A typ. 60A typ. 60A typ. 

Power Factor
240Vac

MECHANICAL
–

Dimensions 
(L × W × H)

mm 76.2 × 50.8 × 22.9 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

OUTPUT PJT-18V40WBA PJT-18V65WBA PJT-18V100WBA PJT-18V100WBB
18V 18V 18V 18V

Output Current 2.22A 3.61A 5.55A 5.55A (Forced Air)

Output Power 40W 65W 100W 100W (Forced Air)

Hold-up Time
115Vac 18ms typ. 16ms typ.

20ms typ. 10ms typ.
230Vac 90ms typ. 80ms typ.

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

O
pen Fram

e Pow
er Supply

18V Output

Dimensions Reference

PJT
Features

Temperature Protections

Specifications

AR

Notes
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INPUT
Phase Input

90-264Vac 85-264Vac
Input Frequency

Input Current
115Vac 0.85A typ. 1.50A typ. 1.50A typ. 2.50A typ. 
230Vac - - - -

1) 115Vac
230Vac

(Cold Start)
115Vac 30A typ. 30A typ. 30A typ. 30A typ.
230Vac 60A typ. 60A typ. 60A typ. 60A typ. 

Power Factor
115Vac > 0.99
230Vac > 0.93
240Vac -
264Vac - - - -

MECHANICAL
–

Dimensions
(L × W × H)

mm 76.2 × 50.8 × 22.9 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8 127 × 76.2 × 36.5
inch 3.00 × 2.00 × 0.90 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25 5.00 × 3.00 × 1.44

0.08 0.13 0.21 0.15 0.37
0.18 0.29 0.46 0.33 0.82

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs

OUTPUT PJT-24V40WBA PJT-24V65WBA PJT-24V100WBA PJT-24V100WBB PJT-27V150WBNA
24V 24V 24V 24V V1: 27V, VSB: 12V

Output Current 1.66A 2.71A 4.17A 4.17A (Forced Air)
V1: 5.55A
VSB: 0.5A

Output Power 40W 65W 100W 100W (Forced Air)
V1: 150W
VSB: 6W

VSB

Hold-up Time
115Vac 18ms typ. 16ms typ. 

20ms typ. 10ms typ. > 40ms
230Vac 90ms typ. 80ms typ. 

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C
PJT-27V150WBNA:

PJT
Features

Temperature Protections

Specifications

24V, 27V OutputOpen Frame Power Supply

Dimensions Reference

Notes
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12V Output
O

pen Fram
e Pow

er Supply

Dimensions Reference

OUTPUT PJ-12V15W NA PJ-12V30W NA PJ-12V50W NA PJ-12V100W A PJ-12V150W A
12V 12V 12V 12V 12V
10.8-13.2V 10.8-13.2V 10.8-13.2V 10.8-13.2V 10.8-13.2V

Output Current 1.3A 2.5A 4.3A 8.5A 12.5A
Output Power 15.6W 30W 51.6W 102W 150W

Hold-up Time 100Vac 20ms typ. 20ms typ. 20ms typ. 20ms typ. 20ms typ.
INPUT
Phase Input

85-264Vac
Input Frequency

Input Current
100Vac 0.35A typ. 0.65A typ. 0.65A typ. 1.30A typ. 1.90A typ.
200Vac 0.20A typ. 0.35A typ. 0.35A typ. 0.65A typ. 0.95A typ.

1) 100Vac
200Vac

(Cold Start)
100Vac 15A typ. 15A typ. 15A typ. 15A typ. 15A typ. 
200Vac 30A typ. 30A typ. 30A typ. 30A typ. 30A typ. 

Power Factor
100Vac 0.98 typ. 0.99 typ. 0.99 typ. 
200Vac 0.97 typ. 0.98 typ. 0.97 typ. 
100Vac
240Vac

ENVIRONMENT
4) -10°C to +70°C

-25°C to +75°C

MECHANICAL
SGCC

Dimensions 2)

(L × W × H)
mm 87.5 × 50 × 22 105 × 50 × 25.6 132 × 50 × 26.6 155 × 62 × 33.5 160 × 75 × 37
inch 3.44 × 1.97 × 0.87 4.13 × 1.97 × 1.01 5.20 × 1.97 × 1.05 6.10 × 2.44 × 1.32 6.30 × 2.95 × 1.46

2) 0.06 0.11 0.16 0.26 0.30
0.13 0.24 0.35 0.57 0.66

MTBF 3) > 200,000 hrs > 200,000 hrs > 200,000 hrs > 200,000 hrs > 200,000 hrs

PJ
Features

dust and chemical pollutants 

Enclosed

rs

Specifications

Notes

3)  MTBF as per JEITA RCR-9102B.

AR
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OUTPUT PJ-24V30W NA PJ-24V50W NA PJ-24V100W A PJ-24V150W A
24V 24V 24V 24V
21.6-26.4V 21.6-26.4V 21.6-26.4V 21.6-26.4V

Output Current 1.3A 2.1A 4.3A 6.3A
Output Power 31.2W 50.4W 103.2W 150W

Hold-up Time 100Vac 20ms typ. 20ms typ. 20ms typ. 20ms typ.
INPUT
Phase Input

85-264Vac
Input Frequency

Input Current
100Vac 0.65A typ. 0.65A typ. 1.30A typ. 1.90A typ.
200Vac 0.35A typ. 0.35A typ. 0.65A typ. 0.95A typ.

1) 100Vac
200Vac

(Cold Start)
100Vac 15A typ. 15A typ. 15A typ. 15A typ.
200Vac 30A typ. 30A typ. 30A typ. 30A typ.

Power Factor
100Vac 0.98 typ. 0.99 typ. 0.99 typ.
200Vac 0.97 typ. 0.98 typ. 0.97 typ.
100Vac
240Vac

ENVIRONMENT
4) -10°C to +70°C

-25°C to +75°C

MECHANICAL
SGCC

Dimensions 2)

(L × W × H)
mm 105 × 50 × 25.6 132 × 50 × 26.6 155 × 62 × 33.5 160 × 75 × 37
inch 4.13 × 1.97 × 1.01 5.20 × 1.97 × 1.05 6.10 × 2.44 × 1.32 6.30 × 2.95 × 1.46

2) 0.11 0.16 0.26 0.29
0.24 0.35 0.57 0.64

MTBF 3) > 200,000 hrs > 200,000 hrs > 200,000 hrs > 200,000 hrs

AR

PJ
Features

dust and chemical pollutants 

Enclosed

rs

Specifications

24V OutputOpen Frame Power Supply

Dimensions Reference
Notes

3)  MTBF as per JEITA RCR-9102B.
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5V, 48V Output

Dimensions Reference

O
pen Fram

e Pow
er Supply

Specifications
OUTPUT PJ-5V15W NA PJ-48V50W NA

5V 48V
4.50-5.50V 43.2-52.8V

Output Current 3.0A 1.1A
Output Power 15W 52.8W

Hold-up Time 100Vac 20ms typ. 20ms typ.
INPUT
Phase Input

85-264Vac
Input Frequency

Input Current
100Vac 0.35A typ. 0.65A typ.
200Vac 0.20A typ. 0.35A typ. 

1) 100Vac
200Vac

(Cold Start)
100Vac 15A typ. 15A typ.
200Vac 30A typ. 30A typ.

Power Factor
100Vac 0.98 typ.
200Vac 0.97 typ. 
100Vac
240Vac

ENVIRONMENT
4) -10°C to +70°C

-25°C to +75°C

MECHANICAL
SGCC

Dimensions 2)

(L × W × H)
mm 87.5 × 50 × 22 132 × 50 × 26.6
inch 3.44 × 1.97 × 0.87 5.20 × 1.97 × 1.05

2) 0.06 0.16
0.13 0.35

MTBF 3) > 200,000 hrs > 200,000 hrs

AR

PJ
Features

dust and chemical pollutants 

Enclosed

Notes

3)  MTBF as per JEITA RCR-9102B.
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NEW
OUTPUT PJB-24V100W A PJB-24V150W A PJB-24V240W A PJB-24V300W A

24V 24V 24V 24V
21.6-26.4V 21.6-26.4V 21.6-26.4V 21.6-26.4V

Output Current
Output Power

Hold-up Time 100Vac 20ms typ. 20ms typ. 20ms typ. 20ms typ.
INPUT
Phase Input

85-264Vac
Input Frequency

Input Current
100Vac 1.30A typ. 1.90A typ. 2.80A typ. 4.10A typ.
200Vac 0.65A typ. 0.95A typ. 1.50A typ. 2.00A typ.

1) 100Vac
200Vac

(Cold Start)
100Vac 15A typ. 15A typ. 15A typ. 15A typ.
200Vac 30A typ. 30A typ. 30A typ. 30A typ.

Power Factor
100Vac 0.98 typ. 0.98 typ. 0.98 typ. 0.99 typ.
200Vac 0.97 typ. 0.95 typ. 0.97 typ. 0.95 typ.
100Vac
240Vac

ENVIRONMENT
4) -10°C to +70°C

-25°C to +75°C

ITE Application: 

PSE Class 1:

MECHANICAL
SGCC

Dimensions 2)

(L × W × H)
mm 155 × 62 × 33.5 160 × 75 × 37 180 × 84 × 42 222 × 95 × 53.6
inch 6.10 × 2.44 × 1.32 6.30 × 2.95 × 1.46 7.09 × 3.31 × 1.65 8.74 × 3.74 × 2.11

2) 0.26 0.31 0.44 0.64
0.57 0.68 0.97 1.41

MTBF 3) > 200,000 hrs > 200,000 hrs > 200,000 hrs > 200,000 hrs

AR

24V OutputOpen Frame Power Supply

Dimensions Reference

PJB
Features

dust and chemical pollutants 

Enclosed

Specifications

Notes

3)  MTBF as per JEITA RCR-9102B.
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O
pen Fram

e Pow
er Supply

INPUT
Phase Input

90-264Vac
Input Frequency

Input Current
115Vac
230Vac

1) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
115Vac

> 0.95 > 0.95 > 0.95 > 0.95
230Vac
240Vac

MECHANICAL
–

Dimensions 
(L × W × H)

mm 127 × 76.2 × 35.8 127 × 76.2 × 35.8 127 × 76.2 × 35.8 127 × 76.2 × 35.8
inch 5.00 × 3.00 × 1.41 5.00 × 3.00 × 1.41 5.00 × 3.00 × 1.41 5.00 × 3.00 × 1.41

0.45 0.45 0.45 0.45
0.99 0.99 0.99 0.99

MTBF 2) > 700,000 hrs > 700,000 hrs > 700,000 hrs > 700,000 hrs
ENVIRONMENT

3) -25°C to +70°C
-40°C to +85°C

NEW NEW NEW NEW
OUTPUT PJH-24V300WBB PJH-24V300WBC PJH-36V300WBB PJH-36V300WBC

V1: 24V, VSB: 5V V1: 24V, VSB: 12V V1: 36V, VSB: 5V V1: 36V, VSB: 12V
V1: 22.8-25.2V, VSB V1: 22.8-25.2V, VSB V1: 34.2-37.8V, VSB V1: 34.2-37.8V, VSB

Output Current V1: 0-12.5A
VSB: 0-1.2A

V1: 0-12.5A
VSB: 0-0.5A

V1: 0-8.3A
VSB: 0-1.2A

V1: 0-8.3A
VSB: 0-0.5A

Output Power 300W (with 10CFM Forced Air) 300W (with 10CFM Forced Air) 300W (with 10CFM Forced Air) 300W (with 10CFM Forced Air)

SB SB

Hold-up Time
115Vac

> 10ms > 10ms > 10ms > 10ms
230Vac

AR

24V, 36V Output

Specifications

PJH
Features

Dimensions Reference

Notes
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INPUT
Phase Input

90-264Vac
Input Frequency

Input Current
115Vac
230Vac

1) 115Vac
230Vac

(Cold Start)
115Vac
230Vac

Power Factor
240Vac

ENVIRONMENT
4) -20°C to +70°C

-40°C to +85°C

MECHANICAL
SECC Steel

Dimensions 2)

(L × W × H)
mm 101.6 × 50.8 × 30.6 101.6 × 50.8 × 30.6 101.6 × 50.8 × 30.6 101.6 × 50.8 × 30.6
inch 4.00 × 2.00 × 1.20 4.00 × 2.00 × 1.20 4.00 × 2.00 × 1.20 4.00 × 2.00 × 1.20

2) 0.12 0.12 0.12 0.12
0.26 0.26 0.26 0.26

MTBF 3) > 350,000 hrs > 350,000 hrs > 350,000 hrs > 350,000 hrs

Notes

OUTPUT PJU-13V60W A PJU-13V60W B PJU-27V60W A PJU-27V60W B
V1: 13.8V, B+: 13.6V V1: 13.8V, B+: 13.6V V1: 27.6V, B+: 27.4V V1: 27.6V, B+: 27.4V
V1: 13.52-14.07V V1: 13.52-14.07V V1: 27.04-28.00V V1: 27.04-28.00V

Output Current V1: 3.9A, B+: 0.4A V1: 3.9A, B+: 0.4A V1: 1.75A, B+: 0.4A V1: 1.75A, B+: 0.4A
Output Power 60W 60W 60W 60W

Hold-up Time 115Vac > 10ms > 10ms > 10ms > 10ms

AR

13.8V, 27.6V OutputOpen Frame Power Supply

PJU
Features

status

Circuit Protections

Specifications

Dimensions Reference
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Dimensions Reference

O
pen Fram

e Pow
er Supply

48V Output

Specifications

PJL
Features

AR

INPUT
Phase Input

85-305Vac
Input Frequency
Input Current 115Vac

2)
115Vac
230Vac

(Cold Start) 230Vac

Power Factor
115Vac

> 0.95 > 0.95
230Vac

ENVIRONMENT
4) -40°C to +70°C -40°C to +80°C

-40°C to +85°C

MECHANICAL
-

Dimensions mm 127.6 × 76.2 × 34.8 127 × 76.6 × 39.3
inch 5.02 × 3.00 × 1.38 5.00 × 3.02 × 1.55

0.42 0.44
0.93 0.97

MTBF 3) > 500,000 hrs > 500,000 hrs

OUTPUT PJL-48V200WBAA PJL-48V400WBAA
48V 48V
48-50Vdc 48-50Vdc

Output Current 0-4.17A 0-8.33A

Output Power 200W (with 400 LFM Forced Air) 400W (with 400 LFM Forced Air)
1)

Hold-up Time 115Vac
> 5ms > 5ms

230Vac

Notes
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INDUSTRIAL POWER SUPPLIES
DIN Rail Modules

Redundancy Modules

contacts

DC-UPS Module

DC-UPS Module

AR

AR

AR

AR

Process
Automation

Machine
Automation

Process
Automation

Machine
Automation

Automation
Process

Automation
Machine

Automation

Automation
Process

Automation
Machine

Automation
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D
IN

 R
ail M

odules

Redundancy Modules

OUTPUT DRR-20 DRR-40

Output Current

in - Vout) Typical 0.65V
INPUT

22-60Vdc

Input Current
 

 
 
 

ENVIRONMENT
2) -40°C to +80°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 121 × 50 × 122.1 121 × 50 × 122.1
inch 4.76 × 1.97 × 4.81 4.76 × 1.97 × 4.81

0.38 0.52
0.84 1.15

LED Indicators in1 and Vin2
MTBF 1) > 800,000 hrs > 800,000 hrs

Features

Support N+1 Redundancy connection

dust and chemical pollutants 

Notes

AR

Specifications

Dimensions Reference
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OUTPUT DRB-24V020AB DRB-24V040ABN
24Vdc typ. (Depends on Vin) 24Vdc typ. (Depends on Vin)

22-28V

(Switch = “Vin

Output Current

INPUT
22.8-28.8Vdc

Input Current
Input Power 

Polarity Protection Yes Yes
MECHANICAL

Aluminium Aluminium
Dimensions 
(L × W × D)

mm 121 × 70 × 120.1 121 × 70 × 120.1
inch 4.76 × 2.76 × 4.73 4.76 × 2.76 × 4.73

0.76 0.90
1.68 1.98

LED Indicators
in

MTBF 1) > 800,000 hrs > 800,000 hrs
ENVIRONMENT

2) -25°C to +75°C
-25°C to +85°C

DIN Rail Modules

Features

dust and chemical pollutants

(DRB-24V020ABA)

Dimensions Reference

Specifications

Notes

AR
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DC-UPS Module

Features

common dust and chemical pollutants

Specifications

D
IN

 R
ail M

odules

Dimensions Reference

AR

OUTPUT DRU-24V40ABN
23-28Vdc

Output Current
Output Power
INPUT

24-28Vdc
Input Current

ENVIRONMENT
2) -20°C to +60°C

-40°C to +85°C

MECHANICAL
Aluminium

Dimensions
(L × W × D)

mm 121 × 50 × 117.3
inch 4.76 × 1.97 × 4.62

0.60
1.32

LED Indicators

MTBF 1) > 500,000 hrs

Notes
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OUTPUT DRU-24V10ACZ
23-28Vdc

Output Current
Output Power
INPUT

24-28Vdc
Input Current

ENVIRONMENT
2) -20°C to +60°C

-40°C to +85°C

MECHANICAL
Plastic

Dimensions 
(L × W × D)

mm 91 × 71 × 55.6
inch 3.58 × 2.80 × 2.19

0.14
0.31

LED Indicators

MTBF 1) > 500,000 hrs

AR

DC-UPS ModuleDIN Rail Modules

Dimensions Reference

Specifications

Features

operation

+60°C

Notes
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ADT

INDUSTRIAL POWER SUPPLIES
Adapter

Measurement

A
dapter
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12V, 15V, 19V, 24V OutputAdapter

Specifications

Features

protections

INPUT
85-264Vac

Input Frequency

Input Current
115Vac
230Vac
115Vac
230Vac

(Cold Start)
240Vac

OUTPUT ADT-060A12A ADT-060A15A ADT-060A19A ADT-060A24A
12V 15V 19V 24V
5.0A 4.0A 3.2A 2.5A

Output Power 60W 60W 60.8W 60W

Hold-up Time
115Vac 12ms typ. 12ms typ. 12ms typ. 12ms typ.
230Vac 60ms typ. 60ms typ. 60ms typ. 60ms typ.

ENVIRONMENT
2) -10°C to +60°C

-40°C to +85°C

Class II

Dimensions Reference

Notes

ADT

MECHANICAL
Dimensions
(L × W × H)

mm 108 × 46 × 29.5 108 × 46 × 29.5 108 × 46 × 29.5 108 × 46 × 29.5 
inch 4.25 × 1.81 × 1.16 4.25 × 1.81 × 1.16 4.25 × 1.81 × 1.16 4.25 × 1.81 × 1.16

0.18 0.18 0.18 0.18
0.40 0.40 0.40 0.40

Connector Type ADT-060A AA B:
ADT-060A AB B:

MTBF 1) 700,000 hrs 700,000 hrs 700,000 hrs 700,000 hrs



Medical Power Supplies



PRODUCT OVERVIEW

medical products. 
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Enclosed

applications.

equipment.

Open Frame

It supports up to 6 isolated output. The products 

systems and equipments.

Adapter

ATX
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MEDICAL POWER SUPPLIES
Enclosed Power Supply

AR

AR

MDS

MEB

Medical
Equipment

Machine 
Automation Measurement

LEDFactory 
Automation

Medical
Equipment
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Enclosed Pow
er Supply

Enclosed Power Supply 12V, 18V Output

INPUT
90-264Vac

Input Frequency
115Vac

230Vac

1) 264Vac

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Specifications

MECHANICAL

Dimensions
(L × W × H)

mm 113.9 × 64.7 × 44.7 140 × 88.9 × 44.4 140 × 88.9 × 44.4 140 × 88.9 × 44.4 140 × 88.9 × 44.4 
inch 4.48 × 2.55 × 1.76 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75

0.35 0.61 0.61 0.61 0.61
0.76 1.35 1.35 1.35 1.35

MTBF 2) 800,000 hrs 500,000 hrs 800,000 hrs 500,000 hrs 800,000 hrs

OUTPUT MDS-200ADB12 MDS-250ADB12 MDS-300ADB12 MDS-400ADB12 MDS-300ADB18
12V 12V 12V 12V 18V

16.67A (with 8.5CFM 
Forced Air)

20.84A (with 10CFM 
Forced Air)

25.0A (with 10CFM 
Forced Air)

33.33A (with 20CFM 
Forced Air) 16.66A (with 10CFM 

Forced Air)

Output Power 200W (with 8.5CFM 
Forced Air)

250W (with 10CFM 
Forced Air)

300W (with 10CFM 
Forced Air)

400W (with 20CFM 
Forced Air) 300W (with 10CFM 

Forced Air)

@ Full load @ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Compliant with IEC 60601-1-2 Ed. 4 requirements
th Edition Immunity Compliance

2 × MOPP isolation

Features

MDS

Notes

Dimensions Reference
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Compliant with IEC 60601-1-2 Ed. 4 requirements
th Edition Immunity Compliance

2 × MOPP isolation

Features

MDS

Dimensions Reference

Enclosed Power Supply 24V, 48V Output

INPUT
90-264Vac

Input Frequency
115Vac

230Vac

1) 264Vac

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

MECHANICAL

Dimensions
(L × W × H)

mm 113.9 × 64.7 × 44.7 140 × 88.9 × 44.4 140 × 88.9 × 44.4 140 × 88.9 × 44.4 140 × 88.9 × 44.4
inch 4.48 × 2.55 × 1.76 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75 5.51 × 3.50 × 1.75

0.35 0.61 0.61 0.61 0.61
0.76 1.35 1.35 1.35 1.35

MTBF 2) 800,000 hrs 500,000 hrs 800,000 hrs 500,000 hrs 800,000 hrs

OUTPUT MDS-200ADB24 MDS-250ADB24 MDS-300ADB24 MDS-400ADB24 MDS-300ADB48
24V 24V 24V 24V 48V

8.33A (with 5.5CFM 
Forced Air)

10.41A (with 10CFM 
Forced Air)

12.5A (with 10CFM 
Forced Air)

16.67A (with 16CFM 
Forced Air) 6.25A (with 10CFM 

Forced Air)

Output Power 200W (with 5.5CFM 
Forced Air)

250W (with 10CFM 
Forced Air)

300W (with 10CFM 
Forced Air)

400W (with 16CFM 
Forced Air) 300W (with 10CFM 

Forced Air)

@ Full load @ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

Specifications
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Enclosed Pow
er Supply

INPUT
90-264Vac

Input Frequency
230Vac

1) 264Vac

MECHANICAL
Dimensions 
(L × W × H)

mm 165.3 × 85.2 × 41
inch 6.5 × 3.35 × 1.61

0.66
1.46

MTBF 2) 700,000 hrs

NEW
OUTPUT MEB-500A24F

24V
21.0A

Output Power 500W

ENVIRONMENT
3) -20°C to +70°C

-30°C to +80°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

Dimensions Reference

24V Output

Specifications

Features

MEB
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INPUT
85-264Vac

Input Frequency
115Vac 

230Vac

1) 264Vac

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

MECHANICAL
Dimensions 
(L × W × H)

mm 204 × 127 × 40.5 204 × 127 × 40.5 204 × 127 × 40.5
inch 8.03 × 5.0 × 1.59 8.03 × 5.0 × 1.59 8.03 × 5.0 × 1.59

1.50 1.50 1.50
3.30 3.30 3.30

MTBF 2) 500,000 hrs 500,000 hrs 500,000 hrs

NEW
OUTPUT MEB-1K2A24T MEB-1K2A42T MEB-1K2A48T

24V 42V 48V
50.0A 28.5A 25.0A

Output Power 1200W 1200W 1200W

ENVIRONMENT
3) -20°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

AR

Dimensions Reference

Specifications

Enclosed Power Supply 24V, 42V, 48V Output

Features

MEB
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O
pen Fram

e Pow
er Supply

MEDICAL POWER SUPPLIES
Open Frame Power Supply

MDS

AR

MEP

MEU

AR

AR

AR

A

Medical
Equipment

Factory 
Automation

Machine 
Automation Measurement

Medical
Equipment

Factory 
Automation

Machine 
Automation Measurement

Medical
Equipment
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INPUT
90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac

1) 264Vac - -

MECHANICAL
Dimensions
 (L × W × H)

mm 76.2 × 50.8 × 23 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 3.00 × 2.00 × 0.91 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) 3,000,000 hrs 2,500,000 hrs 3,000,000 hrs 1,000,000 hrs

OUTPUT MDS-040APS12 MDS-065APS12 MDS-100APS12 MDS-100BPS12
12V 12V 12V 12V

3.33A 5.42A 8.33A 8.33A (with 10CFM Forced Air)

Output Power 40W 65W 100W 100W (with 10CFM Forced Air)

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Protections

Fault)

Features

MDS

Open Frame Power Supply 12V Output

Specifications

Dimensions Reference

Notes

2) MTBF as per Telcordia SR-332.
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INPUT
90-264Vac

Input Frequency
115Vac

230Vac

1) 264Vac

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

MECHANICAL
Dimensions 
(L × W × H)

mm 101.9 × 51.1 × 36.1 127.3 × 76.5 × 36.1 127.3 × 76.5 × 36.1
inch 4.01 × 2.01 × 1.42 5.01 × 3.01 × 1.42 5.01 × 3.01 × 1.42 5.01 × 3.01 × 1.42

0.20 0.41 0.41 0.41
0.44 0.90 0.90 0.90

MTBF 2) 800,000 hrs 500,000 hrs 800,000 hrs 500,000 hrs

OUTPUT MDS-200APB12 MDS-250APB12 MDS-300APB12 MDS-400APB12
12V 12V 12V 12V

16.67A (with 8.5CFM Forced Air) 20.84A (with 10CFM Forced Air) 25.0A (with 10CFM Forced Air) 33.33A (with 16CFM Forced Air)

Output Power 200W (with 8.5CFM Forced Air) 250W (with 10CFM Forced Air) 300W (with 10CFM Forced Air) 400W (with 16CFM Forced Air)

@ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Specifications

th Edition Immunity Compliance

Features

MDS

Dimensions Reference

O
pen Fram

e Pow
er Supply

Notes
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INPUT
90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac

1) 264Vac - -

MECHANICAL
Dimensions
(L × W × H)

mm 76.2 × 50.8 × 23 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 3.00 × 2.00 × 0.91 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) 3,000,000 hrs 2,500,000 hrs 3,000,000 hrs 1,000,000 hrs

OUTPUT MDS-040APS15 MDS-065APS15 MDS-100APS15 MDS-100BPS15
15V 15V 15V 15V

2.67A 4.2A 6.67A 6.7A (with 10CFM Forced Air)

Output Power 40W 63W 100W 100W (with 10CFM Forced Air)

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Protections

Fault)

Features

MDS

Open Frame Power Supply 15V Output

Specifications

Dimensions Reference

Notes

2) MTBF as per Telcordia SR-332.
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Specifications

Protections

 
(only MDS-300APB18)

Features

MDS

Dimensions Reference

O
pen Fram

e Pow
er Supply

18V Output

INPUT
90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac -

1) 264Vac - -

Input-PE: 

Output-PE: 

MECHANICAL
Dimensions 
L × W × H)

mm 76.2 × 50.8 × 23 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8 127.3 × 76.5 × 36.1
inch 3.00 × 2.00 × 0.91 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25 5.01 × 3.01 × 1.42

0.08 0.13 0.21 0.15 0.41
0.18 0.29 0.46 0.33 0.90

MTBF 2) 3,000,000 hrs 2,500,000 hrs 3,000,000 hrs 1,000,000 hrs 800,000 hrs

OUTPUT MDS-040APS18 MDS-065APS18 MDS-100APS18 MDS-100BPS18 MDS-300APB18
18V 18V 18V 18V 18V

2.22A 3.61A 5.55A 5.5A (with 10CFM 
Forced Air)

16.66A (with 10CFM 
Forced Air)

Output Power 40W 65W 100W 100W (with 10CFM 
Forced Air)

300W (with 10CFM 
Forced Air)

@ Full load @ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332. 
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INPUT
90-264Vac

Input Frequency
115Vac
230Vac

1) 264Vac

MECHANICAL
Dimensions 
(L × W × H)

mm 198 × 97 × 41.5 198 × 97 × 41.5 198 × 97 × 41.5
inch 7.80 × 3.82 × 1.63 7.80 × 3.82 × 1.63 7.80 × 3.82 × 1.63

0.91 0.91 0.91
2.01 2.01 2.01

MTBF 2) 2,000,000 hrs 2,000,000 hrs 500,000 hrs

OUTPUT MDS-400AUS19 MDS-400AUS24 MDS-400AUS30
19V 24V 30V

21.1A (with 200LFM Forced Air) 16.67A (with 200LFM Forced Air) 13.33A (with 200LFM Forced Air)

Output Power 400W (with 200LFM Forced Air) 400W (with 200LFM Forced Air) 400W (with 200LFM Forced Air)

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
B

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.

Protections

Fault)

Features

MDS

Open Frame Power Supply 19V, 24V, 30V Output

Specifications

Dimensions Reference
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Specifications

Protections

Fault)

Features

MDS

Dimensions Reference

O
pen Fram

e Pow
er Supply

24V Output

INPUT
90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac

1) 264Vac - -

MECHANICAL
Dimensions
(L × W × H)

mm 76.2 × 50.8 × 23 101.6 × 50.8 × 30 127 × 76.2 × 31 101.6 × 50.8 × 31.8
inch 3.00 × 2.00 × 0.91 4.00 × 2.00 × 1.18 5.00 × 3.00 × 1.22 4.00 × 2.00 × 1.25

0.08 0.13 0.21 0.15
0.18 0.29 0.46 0.33

MTBF 2) 3,000,000 hrs 2,500,000 hrs 3,000,000 hrs 1,000,000 hrs

OUTPUT MDS-040APS24 MDS-065APS24 MDS-100APS24 MDS-100BPS24
24V 24V 24V 24V

1.67A 2.71A 4.17A 4.2A (with 10CFM Forced Air)

Output Power 40W 65W 100W 100W (with 10CFM Forced Air)

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.
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Features

MDS

Open Frame Power Supply 24V, 48V Output

Specifications

Dimensions Reference

INPUT
90-264Vac

Input Frequency
115Vac

230Vac

1) 264Vac

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

Input-PE: 

Output-PE: 

MECHANICAL
Dimensions 
(L × W × H)

mm 101.9 × 51.1 × 36.1 127.3 × 76.5 × 36.1 127.3 × 76.5 × 36.1 127.3 × 76.5 × 36.1
inch 4.01 × 2.01 × 1.42 5.01 × 3.01 × 1.42 5.01 × 3.01 × 1.42 5.01 × 3.01 × 1.42 5.01 × 3.01 × 1.42

0.20 0.41 0.41 0.41 0.41
0.44 0.90 0.90 0.90 0.90

MTBF 2) 800,000 hrs 500,000 hrs 800,000 hrs 500,000 hrs 800,000 hrs

OUTPUT MDS-200APB24 MDS-250APB24 MDS-300APB24 MDS-400APB24 MDS-300APB48
24V 24V 24V 24V 48V

8.33A (with 5.5CFM 
Forced Air)

10.41A (with 10CFM 
Forced Air)

12.5A (with 10CFM 
Forced Air)

16.66A (with 10CFM 
Forced Air) 6.25A (with 10CFM 

Forced Air)

Output Power 200W (with 5.5CFM 
Forced Air)

250W (with 10CFM 
Forced Air)

300W (with 10CFM 
Forced Air)

400W (with 10CFM 
Forced Air) 300W (with 10CFM 

Forced Air)

@ Full load @ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes
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Specifications

Protections

Fault)

Features

MDS

Dimensions Reference

O
pen Fram

e Pow
er Supply

5.1V/12V/-15V/15V Output

INPUT
90-264Vac

Input Frequency
115Vac
230Vac

1) 264Vac

MECHANICAL
Dimensions 
(L × W × H)

mm 127 × 76.2 × 30.5
inch 5.00 × 3.00 × 1.20

0.25
0.55

MTBF 2) 1,400,000 hrs

OUTPUT MDS-100AP401
5.1V 12V -15V 15V

8.0A (with 5CFM Forced Air) 3.0A (with 5CFM Forced Air) 0.8A (with 5CFM Forced Air) 0.8A (with 5CFM Forced Air)

Output Power 100W (with 5CFM Forced Air)

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
B

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.
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INPUT
90-264Vac

Input Frequency
230Vac

Touch Current 1) 240Vac

MECHANICAL
Dimensions 
(L × W × H)

mm 76.2 × 50.8 × 23
inch 3.00 × 2.00 × 0.91

0.07
0.15

MTBF 2) 3,000,000 hrs

OUTPUT MEP-25A15J
15V
1.67A

Output Power 25W

ENVIRONMENT
3) -10°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

AR

Fault)

protections

Features

MEP

Open Frame Power Supply 15V Output

Specifications

Dimensions Reference

Notes

2) MTBF as per Telcordia SR-332.
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Specifications

products

Features

MEU

Dimensions Reference

O
pen Fram

e Pow
er Supply

24V, 48V Output

AR

INPUT
85-264Vac 85-264Vac

Input Frequency
115Vac

230Vac

1) 264Vac Input-PE:    Input-PE:    

MECHANICAL
Dimensions 
(L × W × H)

mm 203.2 × 127 × 40 203.2 × 127 × 40
inch 8.00 × 5.00 × 1.57 8.00 × 5.00 × 1.57

1.30 1.30
2.87 2.87

MTBF 2) 500,000 hrs 500,000 hrs

OUTPUT MEU-600C24T MEU-600C48T
24V 48V
25.0A 12.5A

Output Power 600W 600W

ENVIRONMENT
3) -20°C to +70°C

-40°C to +85°C

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.
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MEDICAL POWER SUPPLIES
ATX Power Supply

MDS

AR

Medical
Equipment
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OUTPUT MDS-350AD701
+3.3V +5V +5VSB +12V1 +12V2 -12V -5V

Output Current (Nom) 8.0A 9.0A 1.25A 8.0A 8.0A 0.25A 0.1A
Output Power 350W

INPUT
90-264Vac

Input Frequency
115Vac

230Vac

1)

ENVIRONMENT
3) 0°C to +50°C

-40°C to +85°C

MECHANICAL
Dimensions 
(L × W × H)

mm 100 × 194 × 40.5
inch 3.94 × 7.64 × 1.59

1.20
2.65

MTBF 2) 500,000 hrs

MEDICAL RATING
BF

MOPP 2 × MOPP

Notes

AR

Specifications

Features

MDS

ATX Multiple Output
ATX Pow

er Supply

Dimensions Reference
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MEDICAL POWER SUPPLIES

MEG

AR

Machine 
Automation Measurement

Medical
Equipment
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INPUT
90-264Vac

Input Frequency
Input Current

115Vac
230Vac

Inrush Current
(Cold Start) 230Vac 40A 40A

Power Factor
115Vac

> 0.95 @ Full load > 0.95 @ Full load
230Vac

1)

1)

MECHANICAL
Dimensions 
(L × W × H)

mm 254 × 88.9 × 40.5 254 × 127 × 40.5
inch 10.00 × 3.50 × 1.59 10.00 × 5.00 × 1.59

1.30 2.00
2.86 4.41

MTBF 2) 500,000 hrs 500,000 hrs

NEW NEW
OUTPUT MEG-1K2A4 MEG-2K1A6
Output Slots 4 Slots 6 Slots
Output Module

2V-60V 2V-60V
1,200W 2,100W

Hold-up Time 12ms @ 115Vac 12ms @ 115Vac
Dynamic Response
Remote Sense

ENVIRONMENT
3) -20°C to +70°C

-40°C to +85°C

MEDICAL RATING
B

MOPP 2 × MOPP

AR

Features

MEG

2V-60V Output

Dimensions Reference

Specifications

Notes
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MEF

MEA

MEDICAL POWER SUPPLIES
Adapter

MDS Medical
Equipment

Medical
Equipment

Medical
Equipment
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INPUT
90-264Vac 85-264Vac 90-264Vac 85-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac

1) 264Vac - -

OUTPUT MDS-005AAS05 MDS-030AAC05 MDS-005AAS06 MDS-030AAC07
5V 5V 6V 7V
1.0A 3.0A 0.83A 3.0A

Output Power 5W 15W 5W 21W

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

IP22
Class II

MEDICAL RATING
BF

MOPP 2 × MOPP

Protections

Fault)

Features

MDS

5V, 6V, 7V Output

Dimensions Reference

Specifications

A
dapter

Notes

MECHANICAL
Dimensions
(L × W × H)

mm 56.5 × 39.5 × 28 88 × 53.5 × 27.5 56.5 × 39.5 × 28 88 × 53.5 × 27.5
inch 2.22 × 1.56 × 1.10 3.46 × 2.11 × 1.08 2.22 × 1.56 × 1.10 3.46 × 2.11 × 1.08

0.10 0.15 0.10 0.15
0.22 0.33 0.22 0.33

Connector Type MDS-005AAS :
MDS-030AAC :

MTBF 2) 1,000,000 hrs 500,000 hrs 1,000,000 hrs 500,000 hrs
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INPUT
85-264Vac 90-275Vac 90-264Vac

Input Frequency
115Vac
230Vac -

Touch Current 1)
264Vac -

275Vac - - - -

1)
264Vac - - - -

275Vac - - - -

MECHANICAL
Dimensions
(L × W × H)

mm 88 × 53.5 × 27.5 135 × 62 × 34.1 135 × 62 × 34.1 150 × 75 × 40 170 × 85 × 40
inch 3.46 × 2.11 × 1.08 5.31 × 2.44 × 1.34 5.31 × 2.44 × 1.34 5.91 × 2.95 × 1.57 6.69 × 3.35 × 1.57

0.15 0.36 0.34 0.50 1.10
0.33 0.79 0.78 1.10 2.43

Connector Type
MDS-030AAC12:

MDS-060AAS12:
MDS-060BAS12, MDS-080AAS12:

MDS-150AAS12:
MTBF 2) 500,000 hrs 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs

OUTPUT MDS-030AAC12 MDS-060AAS12 MDS-060BAS12 MDS-080AAS12 MDS-150AAS12
12V 12V 12V 12V 12V
2.0A 5.0A 5.0A 6.67A 10.0A

Output Power 24W 60W 60W 80W 120W

@ Rated load @ Full load
 

@ Full load @ Full load @ Full load

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

0 to 5,000 m 0 to 3,000 m 0 to 3,000 m 

IP22 - IP22 -

Class II Class I Class II

MEDICAL RATING
BF B

MOPP 2 × MOPP

Protections

Fault)

Features

MDS

Adapter 12V Output

Dimensions Reference

Specifications

Notes

2) MTBF as per Telcordia SR-332.
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INPUT
85-264Vac 90-275Vac 90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1)
264Vac -

275Vac - -

1)
264Vac -

275Vac - -

MECHANICAL
Dimensions 
(L × W × H)

mm 88 × 53.5 × 27.5 135 × 62 × 34.1 150 × 60 × 35
inch 3.46 × 2.11 × 1.08 5.31 × 2.44 × 1.34 5.91 × 2.36 × 1.38

0.15 0.36 0.45
0.33 0.79 0.99

Connector Type MDS-030AAC15:
MDS-060AAS15, MDS-090AAS15:

MTBF 2) 500,000 hrs 1,000,000 hrs 1,000,000 hrs

OUTPUT MDS-030AAC15 MDS-060AAS15 MDS-090AAS15
15V 15V 15V
2.0A 4.0A 6.0A

Output Power 30W 60W 90W

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

IP22 -

Class II Class I

MEDICAL RATING
BF B

MOPP 2 × MOPP

Protections

Fault) 

Features

MDS

Dimensions Reference

15V Output
A

dapter

Specifications

Notes

2) MTBF as per Telcordia SR-332.
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INPUT
90-275Vac 90-264Vac 90-264Vac

Input Frequency
115Vac
230Vac -

Touch Current 1)
264Vac -

275Vac - - - -

1)
264Vac -

275Vac - - - -

MECHANICAL
Dimensions
(L × W × H)

mm 135 × 62 × 34.1 135 × 62 × 34.1 150 × 60 × 35 170 × 85 × 40 150 × 65 × 32
inch 5.31 × 2.44 × 1.34 5.31 × 2.44 × 1.34 5.91 × 2.36 × 1.38 6.69 × 3.35 × 1.57 5.91 × 2.56 × 1.26

0.36 0.34 0.45 1.10 0.52
0.79 0.75 0.99 2.43 1.15

Connector Type
MDS-060AAS19, MDS-090AAS19:

MDS-060BAS19:
MDS-150AAS19:

MDS-150CAB19:
MTBF 2) 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs 2,100,000 hrs

OUTPUT MDS-060AAS19 MDS-060BAS19 MDS-090AAS19 MDS-150AAS19 MDS-150CAB19
19V 19V 19V 19V 19V
3.15A 3.15A 4.73A 7.89A 7.9A

Output Power 60W 60W 90W 150W 150W

@ Full load
 

@ Full load @ Full load @ Full load @ Full load

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

0 to 3,000 m 0 to 5,000 m 0 to 5,000 m

- IP22 - IP22

Class I Class II Class I

MEDICAL RATING
BF B

MOPP 2 × MOPP

Protections

Fault) 

Features

MDS

Adapter 19V Output

Dimensions Reference

Specifications

Notes

2) MTBF as per Telcordia SR-332.
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INPUT
85-264Vac 90-275Vac 90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1)
264Vac -

275Vac - -

1)
264Vac - -

275Vac - -

MECHANICAL
Dimensions 
(L × W × H)

mm 88 × 53.5 × 27.5 135 × 62 × 34.1 135 × 62 × 34.1
inch 3.46 × 2.11 × 1.08 5.31 × 2.44 × 1.34 5.31 × 2.44 × 1.34

0.15 0.36 0.34
0.33 0.79 0.75

Connector Type
MDS-030AAC24:

MDS-060AAS24:
MDS-060BAS24:

MTBF 2) 500,000 hrs 1,000,000 hrs 1,000,000 hrs

OUTPUT MDS-030AAC24 MDS-060AAS24 MDS-060BAS24
24V 24V 24V
1.25A 2.5A 2.5A

Output Power 30W 60W 60W

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

IP22 - IP22
Class II Class I Class II

MEDICAL RATING
BF

MOPP 2 × MOPP

Protections

Fault) 

Features

MDS

Dimensions Reference

24V Output
A

dapter

Specifications

Notes

2) MTBF as per Telcordia SR-332.
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Protections

Fault)

Features

MDS

Adapter 24V Output

Dimensions Reference

Specifications

INPUT
90-264Vac

Input Frequency
115Vac
230Vac -

Touch Current 1) 264Vac

1) 264Vac - -

MECHANICAL
Dimensions
(L × W × H)

mm 150 × 60 × 35 150 × 75 × 40 170 × 85 × 40
inch 5.91 × 2.36 × 1.38 5.91 × 2.95 × 1.57 6.69 × 3.35 × 1.57

0.45 0.50 1.10
0.99 1.10 2.43

Connector Type
MDS-090AAS24:
MDS-090BAS24:

MDS-150AAS24:
MTBF 2) 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs

OUTPUT MDS-090AAS24 MDS-090BAS24 MDS-150AAS24
24V 24V 24V
3.75A 3.75A 6.25A

Output Power 90W 90W 150W

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

- IP22 -

Class II

MEDICAL RATING
B BF B

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.
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Features

MEA

Dimensions Reference

12V, 15V, 24V Output
A

dapter

Specifications

INPUT
90-264Vac

Input Frequency
115Vac
230Vac

Touch Current 1) 264Vac

1) 264Vac

MECHANICAL
Dimensions 
(L × W × H)

mm 115 × 50 × 29 170 × 85 × 40 115 × 50 × 29 200 × 100 × 43
inch 4.53 × 1.97 × 1.14 6.69 × 3.35 × 1.57 4.53 × 1.97 × 1.14 7.87 × 3.94 × 1.69

0.25 0.74 0.25 1.05
0.55 1.63 0.55 2.31

Connector Type
MEA-065A12C, MEA-065A24C:

MEA-120A15B:
MEA-250A24C:

MTBF 2) 1,000,000 hrs 1,000,000 hrs 1,000,000 hrs 500,000 hrs

Title 47: Class B

NEW NEW
OUTPUT MEA-065A12C MEA-120A15B MEA-065A24C MEA-250A24C

12V 15V 24V 24V
5.0A 8.0A 2.71A 10.42A

Output Power 60W 120W 65W 250W

ENVIRONMENT
3) -10°C to +60°C 0°C to +40°C -10°C to +60°C 5°C to +60°C

-40°C to +85°C -40°C to +70°C

IP22 IP20 IP22
Class I Class II Class I

MEDICAL RATING
B BF

MOPP 2 × MOPP

Notes

2) MTBF as per Telcordia SR-332.
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Features

MEF

Adapter 5V Output

Dimensions Reference

Specifications

INPUT
85-264Vac

Input Frequency

MECHANICAL
Dimensions 
(L × W × H)

mm 70 × 43 × 27.5
inch 2.76 × 1.69 × 1.08

0.95
2.09

Connector Type
MTBF 1) 500,000 hrs

OUTPUT MEF-010A05B
5V
2.0A

Output Power 10W

ENVIRONMENT
3) 0°C to +40°C

-40°C to +85°C

IP22
Class II

MEDICAL RATING
B

MOPP 2 × MOPP

Notes
1) MTBF as per Telcordia SR-332.
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110.044.0

64
.0

• L-01

44.0

64
.0

192.0

• L-02

202.063.0

45
.5

• L-03A

45.0

8.7

50
.0

7.5

• P-03

Item
L-01 PMC-05V015W1AA, PMC-05V035W1AA, PMC-05V050W1AA

PMC-12V035W1AA, PMC-12V050W1AA, PMC-12V060W1NA
PMC-24V035W1A , PMC-24V050W1A , PMC-24V075W1A
PMH-12V100WCL , PMH-12V100WCM
PMH-24V50WCA , PMH-24V100WCL , PMH-24V100WCM
PMT-5V35W1A , PML-5V35W1A , PMT-5V50W1A , PML-5V50W1A  
PMT-15V50W1A , PML-15V50W1A
PMT-12V35W1A , PML-12V35W1A , PMT-12V50W1A , PML-12V50W1A  
PMT-24V35W1A , PML-24V35W1A , PMT-24V50W1A , PML-24V50W1A

L-02 PMC-12V100W1A , PMC-12V150W1B  
PMC-24V100W1A , PMC-24V150W1A , PMC-24V150W1B ,  
PMC-24V150W2AA, PMC-DSPV100W1A
PMC-48V150W1BA
PMH-24V100WCA , PMH-24V100WCC , PMH-24V100WCN , PMH-24V150WCB , 
PMH-24V150WCD , PMH-24V150WCL
PMU-13V155W A, PMU-27V155W A
PMT-12V100W1A , PML-12V100W1A , PMT-12V150W1A , PML-12V150W1A
PMT-24V100W1A , PML-24V100W1A , PMT-24V150W1A , PML-24V150W1A
PMT-48V150W1A , PML-48V150W1A
PMT-D1V100W1A , PML-D1V100W1A , PMT-D2V100W1A , PML-D2V100W1A

L-03A PMC-24V300W1BA 
PMF-24V200WC , PMF-24V240WC

P-03 All models

Model Information

ACCESSORIES
DIN Rail Accessories



Item
LM-01 PMT-4V350W1A

PMT-5V350W1A
PMT-12V350W1A
PMT-24V200W1A , PML-24V200W1A , PMT-24V350W1A
PMT-36V350W1A
PMT-48V350W1A
PMF-4V320WC
PMF-5V320WC
PMF-24V200WC , PMF-24V240WC , PMF-24V320WC
PMR-4V320WC A, PMR-4V320WD A
PMR-5V320WC A, PMR-5V320WD A

Model Information

• LM-01

16.0

19
.5

15.0

Panel Mount Accessories
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ACCESSORIES



     |     120

What is Power Boost?

current. Consequently, this could reset the system and result in system downtime.

Output Power

in series?

Output Voltage (Vo)

AC Input Voltage

AC Input Current

PSU 1 ON

PSU 2 ON

FAQs

?

?

?

?

?
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DIN Rail Power Supply
DRP012V015W1AY • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP012V015W1AZ • • ○ • ○ • ○ • • • • • • • • • • • •
DRP012V030W1AY • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP012V030W1AZ • • ○ • ○ • ○ • • • • • • • • • • • •
DRP012V060W1AA • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP012V100W1AA • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP-24V48W1AZ • • ○ • ○ • ○ • • • • • • • • • • •
DRP024V060W1AZ • • • • • • ○ • • • • • • • • • • • •
DRP024V060W1AA • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP024V120W1AA • • ○ • ○ • ○ • • • • • • • • • • • • • • •
DRP024V240W1AA • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP024V480W1AA • • • • • • • • • • • • • • • • • • • • • •
DRP024V060W1BA • • • • • • • • • • • • • • • • • • • • • •
DRP024V060W1BN • • • • • • • • • • • • • • • • • • • •
DRP024V120W1BA • • • • • • • • • • • • • • • • • • • • • • •
DRP024V120W1BN • • • • • • • • • • • • • • • • • • • • •
DRP024V240W1BA • • • • • • • • • • • • • • • • • • • • • •
DRP024V240W1BN • • • • • • • • • • • • • • • • • • • •
DRP024V480W1BA • • • • • • • • • • • • • • • • • • • • •
DRP024V480W1BN • • • • • • • • • • • • • • • • • • •
DRP024V060W1NY • • ○ • ○ • ○ • • • • • • • • • • • • • • • •
DRP024V060W1NZ • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP-24V100W1NN • • ○ • ○ • ○ • • • • • • • • • • • • • •
DRP-24V120W2BN • • ○ • ○ • ○ • • • • • • • • • • • •
DRP-24V240W2BN • • ○ • ○ • ○ • • • • • • • • • • • •
DRP024V060W3BA • • • • • • • • • • • • • • • • • • • • •
DRP024V060W3BN • • • • • • • • • • • • • • • • • • •
DRP024V120W3BA • • • • • • • • • • • • • • • • • • • • •
DRP024V120W3BN • • • • • • • • • • • • • • • • • • •
DRP024V240W3BA • • • • • • • • • • • • • • • • • • • • •
DRP024V240W3BN • • • • • • • • • • • • • • • • • • •
DRP024V480W3BA • • • • • • • • • • • • • • • • • • • • •
DRP024V480W3BN • • • • • • • • • • • • • • • • • • •
DRP024V960W3BN • • ○ • ○ • ○ • • • • • • • • • • • •
DRP048V060W1BA • • ○ • ○ • ○ • • • • • • • • • • • • • • •
DRP048V060W1BN • • ○ • ○ • ○ • • • • • • • • • • • • •
DRP048V120W1BA • • • • • • • • • • • • • • • • • • • • • • •
DRP048V120W1BN • • • • • • • • • • • • • • • • • • • • •
DRP048V240W1BA • • • • • • • • • • • • • • • • • • • • • •
DRP048V240W1BN • • • • • • • • • • • • • • • • • • • •
DRP048V480W1BA • • • • • • • • • • • • • • • • • • • • •
DRP048V480W1BN • • • • • • • • • • • • • • • • • • •
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DIN Rail Power Supply
DRP-24V120W1C N • • ○ • ○ • ○ • • • • △ • • • • • • •
DRP-24V240W1C N • • ○ • ○ • ○ • • • • △ • • • • • • •
DRP-24V480W1C N • • ○ • ○ • ○ • • • • △ • • • • • • •
DRM-24V80W1PN • • ○ • • • ○ • • • ○ • • • • • • • △ • • • • • • • •
DRM-24V120W1PN • • ○ • • • ○ • • • ○ • • • • • • • △ • • • • • • • •
DRM-24V240W1PN • • ○ • • • ○ • • • ○ • • • • • • • △ • • • • • • • •
DRM-24V480W1PN • • ○ • • • ○ • • • ○ • • • • • • • △ • • • • • • • •
DRM-24V960W1PN • • ○ • • • ○ • • • ○ • • • • • • • △ • • • • • • • •
DRM-24V480W1SN • • • • • • • • • • ○ △ • • • • • • • • •
DRM-24V480W3PN • • • • • • • • • • • • • • △ • • • • • • • •
DRM-24V960W3PN • • • • • • • • • • • • • • △ • • • • • • • •
DRV-24V120W1PN • • ○ • • ○ • • • ○ • • • • △ • • • • • • • •
DRV-24V240W1PN • • ○ • • ○ • • • ○ • • • • △ • • • • • • • •
DRV-24V480W1PN • • ○ • • ○ • • • ○ • • • • △ • • • • • • • •
DRL-12V75W1AZ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

DRL-24V75W1AZ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

DRL-24V120W1A • • • • • • • • △ • • • • • • • • • •
DRL-24V240W1A • • • • • • • • △ • • • • • • • • • •
DRL-24V480W1A • • • • • • • • △ • • • • • • • • • •
DRL-48V75W1AZ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

DRL-48V120W1A • • • • • • • • △ • • • • • • • • • •
DRC-5V10W1A • • • • • • • • • • • • •
DRC-12V10W1A • • • • • • • • • • • • •
DRC-12V30W1A • • • • • • • • • • • • •
DRC-12V60W1A • • • • • • • • • • • • •
DRC-12V60W1C • • • • • • • • • • • •
DRC-12V100W1AZ • • • • • • • • • • • •
DRC-24V10W1A • • • • • • • • • • • • •
DRC-24V10W1HZ • • • • • • • • • • • • • • • • •
DRC-24V30W1A • • • • • • • • • • • • •
DRC-24V60W1A • • • • • • • • • • • • •
DRC-24V100W1A • • • • • • • • • • • • •
DRS-5V30W1NZ • • • • • • • • • • • • • • • • • • • • • •
DRS-5V50W1A • • • • • • • • • • • • • • • • • • • • •
DRS-5V50W1N • • • • • • • • • • • • • • • • • • • • • •
DRS-12V50W1N • • • • • • • • • • • • • • • • • • • • • •
DRS-24V30W1AZ • • • • • • • • • • • • •
DRS-24V30W1NZ • • • • • • • • • • • • • • • • • • • • • •
DRS-24V50W1N • • • • • • • • • • • • • • • • • • • • • •
DRS-24V100W1A • • • • • • • • • • • • • • • • • • • • •
DRS-24V100W1N • • • • • • • • • • • • • • • • • • • • • •

●
○
△ Compliant
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Panel Mount Power Supply
PMT-4V350W1A • • • •
PML-5V35W1A • • • • • • • • • • •
PMT-5V35W1A • • • • • • • • • • •
PML-5V50W1A • • • • • • • • • • •
PMT-5V50W1A • • • • • • • • • • •
PMT-5V350W1A • • • •
PMB-12V35W1A • • • • • • • • • • •
PML-12V35W1A • • • • • • • • • • •
PMT-12V35W1A • • • • • • • • • • •
PMB-12V50W1A • • • • • • • • • • •
PML-12V50W1A • • • • • • • • • • •
PMT-12V50W1A • • • • • • • • • • •
PML-12V100W1A • • • • • • • • • • •
PMT-12V100W1A • • • • • • • • • • •
PML-12V150W1A • • • • • • • • • • •
PMT-12V150W1A • • • • • • • • • • •
PMT-12V350W1A • • • • • • • •
PML-15V50W1A • • • • • • • • • • •
PMT-15V50W1A • • • • • • • • • • •
PMB-24V35W1A • • • • • • • • • • •
PML-24V35W1A • • • • • • • • • • •
PMT-24V35W1A • • • • • • • • • • •
PMB-24V50W1A • • • • • • • • • • •
PML-24V50W1A • • • • • • • • • • •
PMT-24V50W1A • • • • • • • • • • •
PML-24V100W1A • • • • • • • • • • •
PMT-24V100W1A • • • • • • • • • • •
PML-24V150W1A • • • • • • • • • • •
PMT-24V150W1A • • • • • • • • • • •
PML-24V200W1A • • • •
PMT-24V200W1A • • • •
PMT-24V350W1AG • • • •
PMT-24V350W1AM • • • •
PMT-24V350W1AK • • • • • • • • •
PMT-24V350W1AR • • • • • • • • •
PMT-36V350W1A • • • • • • • •
PML-48V150W1A • • • • • • • • • • •
PMT-48V150W1A • • • • • • • • • • •
PMT-48V350W1A • • • • • • • •
PML-D1V100W1A • • • • • • • • • • •
PMT-D1V100W1A • • • • • • • • • • •
PML-D2V100W1A • • • • • • • • • • •
PMT-D2V100W1A • • • • • • • • • • •

● 

STANDARDS & APPROVALS
Industrial Power Supplies



     |     124

C
E

C
B

 S
ch

em
e 

to
 IE

C
 6

09
50

-1

C
B

 S
ch

em
e 

to
 IE

C
 6

23
68

-1
C

B
 S

ch
em

e 
to

 IE
C

 6
15

58
-1

, 
IE

C
 6

15
58

-2
-1

6
C

B
 S

ch
em

e 
to

 IE
C

 6
03

35
-1

TU
V 

to
 E

N
 6

09
50

-1

TU
V 

to
 E

N
 6

23
68

-1
TU

V 
to

 E
N

 6
15

58
-1

, 
EN

 6
15

58
-2

-1
6

TU
V 

to
 E

N
 6

03
35

-1

U
L 

60
95

0-
1

U
L 

62
36

8-
1

EA
C

 

R
oH

S 
D

ire
ct

iv
e 

20
11

/6
5/

EU

EN
 5

50
11

 C
la

ss
 B

 

EN
 5

50
32

 C
la

ss
 A

 

EN
 5

50
32

 C
la

ss
 B

Panel Mount Power Supply
PMT-12V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-12V50W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-12V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-12V100W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-12V150W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-12V350W2BM ○ ○ ○ ○ ○ ○

PMT-12V350W2BR ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-15V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-15V50W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-15V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-15V100W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-15V150W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-24V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-24V50W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-24V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-24V100W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-24V150W2BA • • • • • • • • • • • • • • • • • • • • •
PMT-24V350W2BM ○ ○ ○ ○ ○ ○

PMT-24V350W2BR ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-30V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-30V50W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-30V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-30V100W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-30V150W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V50W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V100W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V150W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-36V350W2BR ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V35W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V50W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V100W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V150W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-48V350W2BR ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-D1V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PMT-D2V75W2BA ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

● 
○ 
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Panel Mount Power Supply
PMC-05V015W1AA • • ○ • ○ • ○ • • • • • • • •
PMC-05V035W1A • • ○ • ○ • ○ • • • • • • • •
PMC-05V050W1AA • • ○ • ○ • ○ • • • • • • • •
PMC-12V035W1A • • ○ • ○ • ○ • • • • • • • •
PMC-12V050W1A • • ○ • ○ • ○ • • • • • • • •
PMC-12V060W1NA • • ○ • ○ • ○ • • • • • • • •
PMC-12V100W1A • • ○ • ○ • ○ • • • • • • • •
PMC-12V150W1B • • ○ • ○ • ○ • • • • • • • •
PMC-12V600W1BA • • • • • • • • • • • • • • • • •
PMC-24V035W1A • • • • • • • • • • • • • • •
PMC-24V050W1A • • • • • • • • • • • • • • • •
PMC-24V075W1A • • ○ • ○ • ○ • • • • • • • •
PMC-24V100W1A • • • • • • • • • • • • • • •
PMC-24V150W1A • • ○ • ○ • ○ • • • • • •
PMC-24V150W2AA • • ○ • ○ • ○ • • • • • • • •
PMC-24V150W1B • • • • • • • • • • • • • • • •
PMC-24V300W1BA • • ○ • ○ • ○ • • • • • • • • •
PMC-24V600W1BA • • • • • • • • • • • • • • • •
PMC-DSPV100W1A • • ○ • ○ • ○ • • • • • • • •
PMC-48V150W1BA • • ○ • ○ • ○ • • • • • • • •
PMC-48V600W1BA • • • • • • • • • • • • • • •
PMH-24V50WCA • • ○ • • • ○ • • • ○ • • • • • • • • • • •
PMH-24V100WCA • • ○ • • • ○ • • • ○ • • • • • • • • • • •
PMH-24V100WCC • • ○ • • • ○ • ○ • • • • • • • • • • •
PMH-24V100WCN • • ○ • • • ○ • ○ • • • • • • • • • • • •
PMH-24V150WCB • • ○ • • • ○ • • • ○ • • • • • • • • • • •
PMH-24V150WCD • • ○ • • • ○ • ○ • • • • • • • • • • •
PMH-24V200WCB • • • • • • • • • • • • • • • • • • • •
PMH-12V100WCL • • • • • • • • • • • • • • • • • • • •
PMH-12V100WCM • • • • • • • • • • • • • • • • • • •
PMH-24V100WCL • • • • • • • • • • • • • • • • • • • •
PMH-24V100WCM • • • • • • • • • • • • • • • • • • • • •
PMH-24V150WCL • • ○ • • • ○ • ○ • • • • • • • • • • •
PMF-4V320WC • • • • • • • • • • •
PMF-5V320WC • • • • • • • • • • •
PMF-24V200WCA • • • • • • • • • • •
PMF-24V200WCG • • • • • • • • • • •
PMF-24V240WCA • • • • • • • • • • •
PMF-24V240WCG • • • • • • • • • • •
PMF-24V320WCA • • • • • • • • • • •
PMF-24V320WCG • • • • • • • • • • •
PMR-4V320WC A • • • • • • • • • • •
PMR-4V320WD A • • • • • • • • • • •
PMR-5V320WC A • • • • • • • • • • •
PMR-5V320WD A • • • • • • • • • • •
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Panel Mount Power Supply
PMU-13V155W A • • ○ • ○ • ○ • • • • • • •
PMU-27V155W A • • ○ • ○ • ○ • • • • • • •
Open Frame Power Supply
PJT-12V40WBA • • • • • • • • • •
PJT-12V65WBA • • • • • • • • • • •
PJT-12V100WBA • • • • • • • • • •
PJT-12V100WBB • • • • • • • • • •
PJT-15V40WBA • • • • • • • • • •
PJT-15V65WBA • • • • • • • • • • •
PJT-15V100WBA • • • • • • • • • •
PJT-15V100WBB • • • • • • • • • •
PJT-18V40WBA • • • • • • • • • •
PJT-18V65WBA • • • • • • • • • • •
PJT-18V100WBA • • • • • • • • • •
PJT-18V100WBB • • • • • • • • • •
PJT-24V40WBA • • • • • • • • • •
PJT-24V65WBA • • • • • • • • • • •
PJT-24V100WBA • • • • • • • • • •
PJT-24V100WBB • • • • • • • • • •
PJT-27V150WBNA • • • • • • • • • • • • • •
PJ-12V15W NA • • • • • • • • • •
PJ-12V30W NA • • • • • • • • • •
PJ-12V50W NA • • • • • • • • • •
PJ-12V100W A • • • • • • • • • •
PJ-12V150W A • • • • • • • • • •
PJ-24V30W NA • • • • • • • • • •
PJ-24V50W NA • • • • • • • • • •
PJ-24V100W A • • • • • • • • • •
PJ-24V150W A • • • • • • • • • •
PJ-5V15W NA • • • • • • • • • •
PJ-48V50W NA • • • • • • • • • •
PJB-24V100W A • • • • • • • • • •
PJB-24V150WC A • • • • • • • • • •
PJB-24V150WL A • • • • • • • • • •
PJB-24V150WB A • • • • • • • • • •
PJB-24V150WG A ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PJB-24V150WH A ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PJB-24V150WJ A ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PJB-24V240W A • • • • • • • • • •
PJB-24V300W A ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○ ○

PJH-24V300WBB • • • • • • • • • • • △ • • • • • • • • •
PJH-24V300WBC • • • • • • • • • • • △ • • • • • • • • •
PJH-36V300WBB • • • • • • • • • • • △ • • • • • • • • •
PJH-36V300WBC • • • • • • • • • • • △ • • • • • • • • •
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Open Frame Power Supply
PJU-13V60W A • • • • • • • • • • • • • •
PJU-13V60W B • • • • • • • • • • • • • •
PJU-27V60W A • • • • • • • • • • • • • •
PJU-27V60W B • • • • • • • • • • • • • •
PJL-48V200WBAA • • • • • • • • • • • • • • •
PJL-48V400WBAA • • • • • • • • • • • • • • •
DIN Rail Modules
DRR-20A • • • • • • • • • • • • • • • • •
DRR-20N • • • • • • • • • • • • • • •
DRR-40A • • • • • • • • • • • • • • • • •
DRR-40N • • • • • • • • • • • • • • •
DRB-24V020ABA • • ○ • ○ • ○ • • • • • • • • • • • • •
DRB-24V020ABN • • ○ • ○ • ○ • • • • • • • • • • •
DRB-24V040ABN • • ○ • ○ • ○ • • • • • • • • • • •
DRU-24V40ABN • • • • • • • • • • • • • • • • • •
DRU-24V10ACZ • • ○ • ○ • ○ • • • • • • • • • •
Adapter
ADT-060A12AA • • • • • • • • • • • • • • •
ADT-060A12AB • • • • • • • • • • • • • • •
ADT-060A15AA • • • • • • • • • • • • • • •
ADT-060A15AB • • • • • • • • • • • • • • •
ADT-060A19AA • • • • • • • • • • • • • • •
ADT-060A19AB • • • • • • • • • • • • • • •
ADT-060A24AA • • • • • • • • • • • • • • •
ADT-060A24AB • • • • • • • • • • • • • • •

STANDARDS & APPROVALS
Industrial Power Supplies
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Medical Power Supplies
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Enclosed Power Supply
MDS-200ADB12 • • • • • • • • • • • •
MDS-250ADB12 • • • • • • • • • • • •
MDS-300ADB12 • • • • • • • • • • • •
MDS-400ADB12 • • • • • • • • • • • •
MDS-300ADB18 • • • • • • • • • • • •
MDS-200ADB24 • • • • • • • • • • • •
MDS-250ADB24 • • • • • • • • • • • •
MDS-300ADB24 • • • • • • • • • • • •
MDS-400ADB24 • • • • • • • • • • • •
MDS-300ADB48 • • • • • • • • • • • •
MEB-500A24F • • • • • • • • • • • • • •
MEB-1K2A24T • • • • • • • • • • • •
MEB-1K2A42T • • • • • • • • • • • •
MEB-1K2A48T • • • • • • • • • • • •
Open Frame Power Supply
MDS-040APS12 B • • • • • • • • • •
MDS-065APS12 B • • • • • • • • • •
MDS-100APS12 B • • • • • • • • • •
MDS-100BPS12 B • • • • • • • • • •
MDS-200APB12 • • • • • • • • • • • •
MDS-250APB12 • • • • • • • • • • • •
MDS-300APB12 • • • • • • • • • • • •
MDS-400APB12 • • • • • • • • • • • •
MDS-040APS15 B • • • • • • • • • •
MDS-065APS15 B • • • • • • • • • •
MDS-100APS15 B • • • • • • • • • •
MDS-100BPS15 B • • • • • • • • • •
MDS-040APS18 B • • • • • • • • • •
MDS-065APS18 B • • • • • • • • • •
MDS-100APS18 B • • • • • • • • • •
MDS-100BPS18 B • • • • • • • • • •
MDS-300APB18 • • • • • • • • • • • •
MDS-400AUS19 B • • • • • • • • • •
MDS-400AUS24 B • • • • • • • • • •
MDS-400AUS30 B • • • • • • • • • • •
MDS-040APS24 B • • • • • • • • • •
MDS-065APS24 B • • • • • • • • • •
MDS-100APS24 B • • • • • • • • • •
MDS-100BPS24 B • • • • • • • • • •
MDS-200APB24 • • • • • • • • • • • •
MDS-250APB24 • • • • • • • • • • • •
MDS-300APB24 • • • • • • • • • • • •
MDS-400APB24 • • • • • • • • • • • •
MDS-300APB48 • • • • • • • • • • • •
MDS-100AP401 B • • • • • • • • • •
MEP-25A15J • • • • • • • • • •
MEU-600C24T • • • • • • • • • • • •
MEU-600C48T • • • • • • • • • • • •
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ATX Power Supply
MDS-350AD701 • • • • • • • •
MEG-1K2A4 • • • • • • • • • • • •
MEG-2K1A6 • • • • • • • • • • •
Adapter
MDS-005AAS05 A • • • • • • • •
MDS-005AAS05 B • • • • • • •
MDS-005AAS05 C • • • • • •
MDS-030AAC05 • • • • • • • •
MDS-005AAS06 A • • • • •
MDS-005AAS06 B • • • • • • •
MDS-005AAS06 C • • • • • •
MDS-030AAC07 • • • • • • • •
MDS-030AAC12 • • • • • • • •
MDS-060AAS12 B • • • • • • • •
MDS-060BAS12 A • • • • • • • •
MDS-080AAS12 A • • • • • • • •
MDS-150AAS12 B • • • • • • • •
MDS-030AAC15 • • • • • • • •
MDS-060AAS15 B • • • • • • • •
MDS-090AAS15 B • • • • • • • •
MDS-060AAS19 B • • • • • • • •
MDS-060BAS19 A • • • • • • • •
MDS-090AAS19 B • • • • • • • •
MDS-150AAS19 B • • • • • • • •
MDS-150CAB19 • • • • • • • •
MDS-030AAC24 • • • • • • • •
MDS-060AAS24 B • • • • • • • •
MDS-060BAS24 A • • • • • • • •
MDS-090AAS24 B • • • • • • • •
MDS-090BAS24 A • • • • • • • •
MDS-150AAS24 B • • • • • • • •
MEA-065A12C • • • • • • • • • • •
MEA-065A15C • • • • • • • • • • •
MEA-065A19C • • • • • • • • • • •
MEA-065A24C • • • • • • • • • • •
MEA-250A24C • • • • • • • • •
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Download DeltaPSU AR

4 easy steps

3

1

2

Download DeltaPSU AR

4

AR
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Twitter

LinkedIn

SlideShare

www.DeltaPSU.com
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Warranty

an order with Delta.

Attention

.

NOTES



www.DeltaPSU.com  |  info@deltapsu.com 

ASIA
Delta Electronics, Inc.

Taoyuan County 32063, Taiwan, R.O.C.
TEL: +886 3  452 6107
FAX: +886 3  434 3617

China Headquarters

TEL: +86 21 6872 3988
FAX: +86 21 6872 3996

TEL: +86 10 8225 3225
FAX: +86 10 8225 1360

TEL:  +66 2 709 2800
FAX: +66 2 709 2827

Delta Electronics India Pvt. Ltd.
Plot No. 43, Sector - 35, HSIIDC, 

TEL: +91 124 4874 900
+91 124 4169 040

FAX: +91 124 4874 945

TEL: +81 3 5733 1111
FAX: +81 3 5733 1211

TEL: +82 2 515 5303
+82 2 515 5305

FAX: +82 2 515 5302

TEL: +61 9543 3720
FAX: +61 9544 0606

TEL: +65 6747 5155
FAX: +65 6744 9228

NORTH AMERICA

North American Headquarters

Fremont, CA 94538, U.S.A.
TEL:  +1 510 668 5100
FAX: +1 510 668 0680

CENTRAL & SOUTH AMERICA
Delta Electronics International 
Mexico S.A. de C.V.

TEL:  +52 55 3603 9200

 - Bela Vista 
01332-000 - São Paulo - SP - Brasil
TEL:  +55 11 3568 3850
FAX:  +55 11 3568 3865

EUROPE

EMEA Headquarters

TEL:  +31 20 800 3900
FAX:  +31 20 800 3999

 
The Netherlands
TEL: +31 40 800 3800
FAX: +31 40 800 3898

GLOBAL OPERATION AND SERVICE




