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Wiring
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*RS-485
  To communicate to PC, 
  it needs to use converter 
  (VFD-USB01 or IFD8500). 
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Line driver

PG
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W
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Fuse/NFB(No Fuse Breaker)

Brake resistor
(optional)

Motor

Recommended Circuit 
when power supply 
is turned OFF by a 
fault output

Factory setting: 
SINK Mode

multifunction
terminals

incremental encoder

Factory
setting

FWD/STOP
REV/STOP
Multi-step 1
Multi-step 2
Multi-step 3
Multi-step 4

No function
Digital Signal Common

No function
No function
No function

Please refer to user
manual for wiring 
of SINK mode and 
SOURCE mode.

Power supply
+10V 20mA

Power supply
-10V 20mA

Master Frequency
-10 to 10V 47K 

Main circuit (power) terminals Control circuit terminals Shielded leads & Cable

Multi-function contact 
output 1 (Relay)
240VAC 3A
120VAC 3A
24VDC 3A
factory setting: 
fault indication

MO1

MO2

MCM

MRA

MRC

Multi-function contact output 2 (Relay)
240VAC 3A
120VAC 3A
24VDC 3A
factory setting: 
indicates that it is running

Multi-function contact output 3
(photocoupler)
48VDC 50mA
Multi-function contact output 4
(photocoupler)

Multi-function 
Photocoupler Output

* Terminal EPS is emergency power input terminal, refer to user manual for details.

* For PG card, refer to user manual for details.

PG Card (optional)
EMVL-PGABL
EMVL-PGABO
EMVL-PGH01

* Please download user manual at 
http://www.delta.com.tw/product/em/download/download_main.asp?act=3&pid=1&cid=1&tpid=1

Don't apply the mains 
voltage directly to above 
terminals







Check to be sure that the voltage of the main AC power 
supply satisfies the rated voltage of the Inverter.

Do not connect AC power to output terminals U/T1,
V/T2 and W/T3.

Risk of electrical shock.Wait 10 minutes after removing
power before servicing.

Use proper grounding techniques.

Read the user manual before operation.
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