
D
is

cl
ai

m
er

: T
hi

s 
do

cu
m

en
ta

tio
n 

is
 n

ot
 in

te
nd

ed
 a

s 
a 

su
bs

tit
ut

e 
fo

r a
nd

 is
 n

ot
 to

 b
e 

us
ed

 fo
r d

et
er

m
in

in
g 

su
ita

bi
lit

y 
or

 re
lia

bi
lit

y 
of

 th
es

e 
pr

od
uc

ts
 fo

r s
pe

ci
fic

 u
se

r a
pp

lic
at

io
ns

Jul 03, 2017

1

Product data sheet
Characteristics

VW3A1111
Graphic Display Terminal - 240 x 160 pixels -
IP65

Main
Range of product Altivar
Range compatibility Altivar Machine ATV340

Altivar Process ATV900
Altivar Process ATV600

Accessory / separate part category Display and signalling accessories
Accessory / separate part type Display terminal
Accessory / separate part destination Variable speed drive
Product specific application To save and download configurations

To display the current values
To control, adjust and configure the drive

IP degree of protection IP65

Complementary
Language Greek

Korean
Polish
Italian
Finnish
Slovak
Lituanien
Turkish
Bulgarian
Brazilian
Chinese
Czech
Portuguese
Spanish
English
Swedish
Taiwanese
Estonian
Danish
Dutch
Norwegian
French
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Russian
Hungarian
German
Romanian

Realtime clock Built-in
Battery size CR2032
Battery life 10 yr
Display type Backlit LCD screen white and red
Messages display capacity 8 lines
Pixel resolution 240 x 160
Product weight 0.2 kg

Environment
Ambient air temperature for operation > -15...50 °C

Offer Sustainability
Sustainable offer status Not Green Premium product
RoHS (date code: YYWW) Compliant  - since  1430  -  Schneider Electric declaration of conformity

 Schneider Electric declaration of conformity

http://www.reach.schneider-electric.com/DistantRequestDispatcher.aspx?action=export&pid=432941377&lang=en-us



